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TRUSS-STAGE- CRUSH BARRIER -FLIGHTCASE-RELATED PRODUCTIONS

EVENT-BROTHER COMPANY PROFILE

Event-brother(Foshan) Staging Equipment Manufacturing Co. Ltd is amedium-sized Professional and integrated
supplier specialized in design,manufacturing sales and trade of Staging Productions. The company was established in
2005 in Foshan,Guangdong province,neigbouring to Guangzhou and Shenzhen,enjoys great convenience in
transportation by waters and Air.

The company integrated manufacturing and trading business for various kinds of staging productions, We have 3
companies involves in this business.

1)EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING CO.,LTD.

2)GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO.,LTD

3)HONGKONG FORTUNEMAX INDUSTRIAL CO.,LTD

With skilled and innovative team,we are competent to design,manufacture,sale and trade for the following mentioned

materials, which are regarded as foundamental necessities for the event staging building materials, committed to
supplying Premium Quality to event professionals globally.

#Aluminum truss

#Stage Piatform

#Roofing Stage

#Crowd Control Barriers

#Portable Toilet

#Cable Track

#Drum riser

#Customized made trussing and Staging System




MNT'BH“T" En Certificates & Confidence

EVENT-BROTHER provides official CE and TUV SUD Certificates for buyers who
require for their project support. For more details and further assistance, please
coodinate with the sales representative for a before or after-sales service,thank
you for opening EVNET-BROTHER productions brochure,a completed and

integrated event production supplier from China.
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EVENT-BROTHER

ACKNOWLEDGEMENTS

The new edition catalog designed to catering industry development till
2022 has been successfully closed after months of preparation and
improvement. The book aims to provide an updated information about event
staging equipment from basical elements to related productions, and
deliver informative messages and up-to-dated productions to readers from
the event industry sector.

| would like to express my sincere gratitude to all the staff who devotes their
valuable time to this brochure, their devotions and patience help and
facilitates the process remarkably, especially Ms.Luo Chunxia(Cathy Luo),
a hardworking and skilled office lady proficiently using Sketchup to turn my
staging idea into 3D images,without her works and patience, the brochure
could be less visualized and less illustrated. My thanks also goes to
Mr.Cheni who spares time to make CAD drawing for those truss and stage,
calculating and advices.His devotion contributes greatly in the course.My
sincere thanks also goes to all my clients and friends who share pictures
which used and related to my equipment, they contribute great pictures to
the job references and make them easier for readers to catch idea.

The brochure is edited from the understanding of limited event industry
knowledge, any better or brilliant idea are greatly welcome to exchange.

Thanks and regards.
January 2024



EVENT-BROTHER

TS-200 DECORATIVE SQUARE TRUSS

Model NO: TS-200

- Sizemm) 200200
Material 6082-T6 /6061-To
Main Tube(mm) 32x2
Brace Tube 10x2mm
Vice Tube 10%2 M

Connectors Included

0.5
1
1.5
2
2.5
3

4xConical, 8xSpigot Pins, R Clips

TS5-200(2)x0.5 0.02
TS-200(2)x1 0.04
TS-200(2)x1.5 0.06
TS-200(2)x2 0.08
T5-200(2)x2.5 0.1
TS-200(2)x3 0.12

182

bl ol ] Z1

LM}

Central Point Load Weight(Kgs) 370 345

Deflection(mm) 3 6

Distributed Load Weight (kgs/m) 190 126

Deflection(mm) 3 8

258

94
14

204 168 142 122 107
17 25 34 45 57
75 56 41 31 24
22 31 43 56 71

TS-300 TS Series Small Size Spigot Bolt SQUARE TRUSS

101
12
126

Model NO:TS-300

Material

Main Tube(mm)
Brace Tube

Vice Tube

Connectors Included

6082-T6/6061-T6
50x2
25x2
20x2
4 x Conical, 8 x Spigot Pins, R Clips

0.5
1
1.5
2
2.5
3

TS-300(2)x0.5 0.045

TS-300(2)x1 0.09
TS-300(2)x1.5 35
TS-300(2)x2 0.18
TS-300(2)x2.5 0.225
TS-300(2)x3 0.27
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Central Point Load Weight(Kgs) 1920
Deflection(mm) 2.6
Distributed Load Weight (kgs/m) 1422
Deflection(mm) 2.6

11 26 47
493 223 128
134 32 58

104
51
126



TS-300B TS Series Small Size Spigot Bolt SQUARE TRUSS

Product Description and Specification

Model NO:TS-300B

6082-T6 / 6061-T6

Material

Main Tube(mm) 50x3
Brace Tube 30x2
Vice Tube 25x2

Connectors Included

0.5 TS-300B(3)x0.5
il TS-300B(3)x1
1.5 TS-300B(3)x1.5
2 TS-300B(3)x2
2:5 TS-300B(3)x2.5
3 TS5-300B(3)x3

4 x Conical, 8 x Spigot Pins, R Clips

0.045
0.09
0135
0.18
0:225
P

289

289

INVANVAVA

IV ANVALNNAN|

L{M)

Central Point Load Weight(Kgs)

Deflection(mm)

Distributed Load Weight (kgs/m)

Deflection(mm)

87
17

296

30

5¥1

128

50 At 413 376

65 78 g3 105 119

103 84 70 58 50

80 95 110 141 161

TS-300P 75 Series Small Size Spigot Bolt SQUARE TRUSS

Product Description and Specification

Model NO: TS-300

Material

Main Tube(mm) 50%3
Brace Tube 30x2
Vice Tube 25x2

Connectors Included

0.5 TS-300P(3)x0.5
1 TS-300P(3)x1
145 TS-300P(3)x1.5
2 TS-300P(3)x2
25 TS-300P(3)x2.5
3 TS-300P(3)x3

6082-T6 /6061-T6

4y Conical, 8 x Spigot Pins, R Clips

0.045
0.09
0.135
0.18
0.225
0.27

289

239

289

289

11~

Central Point Load Weight(Kgs)

Deflection(mm)

Distributed Load Weight (kgs/m)

Deflection(mm)

Tia

325

21

374

142

360 34 332 308
28.3 35 45 55 67
114 94 78 66 56

57 38 81 94 107



EVENT-BROTHER

TS-300 LA 7S Series Small Size Spigot Bolt SQUARE TRUSS

Model NO:TS-300 LA

~ Size(mm) s
Material 6082-T6 / 6061-Th
Main Tube(mm) 50x2
Brace Tube 25x2
Vice Tube 20x2
Connectors Included 4 x Conical, 8 x Spigot Pins, R Clips
Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 TS-300LA(2)x0.5 0.045
1 TS-300LA(2)x1 0.09
1.5 TS-300LA(2)x1.5 0.135
2 TS-300LA(2)x2 0.18

2.5 TS-300LA(2)x2.5 0.225 || || || |[
3 TS-300LA(2)x3 0.27 = a

Central Point Load Weight(Kgs) 1920 395

Deflection(mm) 2.6 11 26 47 74 104
Distributed Load Weight (kgs/m) 1422 493 223 128 79 51
Deflection(mm) 2.6 1357, 32 58 91 126

TS-300B LA T5s Series Small Size Spigot Bolt SQUARE TRUSS

Model NO:TS-300B LA

~sizemm) 20000
Material 6061-T6/6082-Th
Main Tube(mm) 50x3
Vice tube(mm) 25x2
Brace Tube(mm) 25x2
Connectors included 4 x Conical, 8 x Spigot Pins, R Clips
0.5 TS-300BLA(3)x0.5 0.05
1 TS-300BLA(3)x1 0.09
1.5 TS-300BLA(3)x1.5 0.14 =
NS NG NS N N
2 TS-300BLA(3)x2 0.19 X XXX KX X

2.5 TS-300BLA(3)x2.5  0.23 : "
3 TS-300BLA(3)x3 0.28 @ I T 1 1 H

Central Point Load Weight(Kgs) 536 392 358 330 308
Deflection(mm) 0.3 2‘3 8 16 29 46 67
Distribution Load Weight(Kgs) 810 518 324 180 115 78 56
Deflection(mm) 0.6 6.6 21 37 58 81 1




EVENT-BROTHER

TS-300 TUV TESTING REPORT

Test Report No.: 64.190.24.0206.01-00 @
Dated: 2024-03-20

Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO., LTD.

Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone, No.96
JinkaRoad,Manning City.Guangxi,China.

Sample Submission: The sample was submitted by applicant and identified.

Product Name: Aluminum truss

Order No.: /

Identification/Style No.: TS-300

Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING
CO.LTD

Country of Origin: /

Buyer: EVENT-BROTHER's CLIENTS

Export to: /

Receipt Date of Sample: 2024-01-15

Date of Testing: From 2024-01-15 to 2024-01-15

Test Result: Refer to the data listed in following pages

Test Specification(s) or Test ltem(s): Conclusions:

1. Loading test according to client’s requirements See Test Results

Hardline Laboratory

TUV SUD Certification and Testing (Ch zhou Branch Testing Center

— \ B
Tested By: Dn Reviewed B
Steven Pan Adam Hou
Project Handler Designated Reviewer

Note: (1) “General Terms & Conditions” applied. For full version, please visit: http:/lwww.tuvsud.cnlen-scniterms-and-conditions

2) Any use for advertising purposes must be granted in writing. This technical report may only be quoted in full. This report is the result of a single
examination of the object in and is not g of the quality of other products in regular productlon For furtherdehlls
please see testing and certification regulation, chapter A3 3) The conclusion of test result was drawn g to d
method and! or client's requirement

Laboratory: Telephone: +86 020 3832 0668 Regd. Office: Page 1of 5
TU V SU Desting Center, No. 63 Chuangqi Telefax: +86 020 3832 0478 T v 50 D Certification and Testing :Chma‘] Co.,

Road, Shilou Town, Panyu Distric, Guangzhou,  http:/fwww.tuv-sud.cn Ltd. G hou Branch 5F, C

P.R. China =

Building, 163 Pingyun Rd, Huangpu West Ave.

TOv®



EVENT-BROTHER

TS-400A TUV TESTING REPORT

Test Report No.: 64.190.23.0478.01-00
Dated: 2023-08-24

Applicant: GUANGXI| EVENT-BROTHER STAGING PRODUCTIONS CO., LTD.

Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96 Jinkai
Road,Nanning City, Guangxi,China

Sample Submission: The sample was submitted by applicant and identified.

Product Name: Aluminum truss

Order No.: /

Identification/Style No.: TS-400A

Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING CO.,LTD

Country of Origin: China

Buyer: /

Export to: !

Receipt Date of Sample: 2023-08-16

Date of Testing: From 2023-08-16 to 2023-08-16

Test Result: Refer to the data listed in following pages

Test Specification(s) or Test ltem(s): Conclusions:

1. Loading test according to client’s requirements See Test Results

Hardline Laboratory

TOV SUD Certification and Testing (@fida) Co., Ltd. angzhou Branch Testing Center

Tested By:g @\j l St Reviewed BYM
Steven Pan Adam Hou
Project Handler Designated Reviewer

Note: (1) “General Terms & Conditions” applied. For full version, please visit: http:/iwww.tuvsud.cn/cn-scn/terms-and-conditions
2) Any use for advertising purposes must be g:rsrm!d in wmmg Thrs technical report may only be quoted in full. This report is the result of a single

examination of the object in question and is not of the quality of other pﬂ:ducts In regular producllcn For lunher details
please see testing and certification regulation, chapter A-3.4, 3) The conclusion of test result was drawn g to g or

method and/ or client's requirement

Laboratory: Telephone: +86 020 3832 0668 Regd. Qfﬁl;e: Page 10of 4
TU V SU D Testing Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 TU V SU D Certification and Testing (China) Co.,

Road, Shilou Town, Panyu Distric, Guangzhou,  http:/iwww.tuv-sud.cn Ltd. Guangzhou Branch 5F, Communication

P.R. China - L

Building, 163 Pingyun Rd, Huangpu West Ave,

TOV®



EVENT-BROTHER

TS-300B TUV TESTING REPORT

Test Report No.: 64.190.23.0412.01-00
Dated: 2023-07-21
Greater China
Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO.,LTD.
Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96 Jinkai
Road,Nanning City,Guangxi,China
Sample Submission: The sample was submitted by applicant and identified.
Product Name: Aluminum truss
Order No.: !
Identification/Style No.: TS-300B
Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING CO.,LTD
Country of Origin: China
Buyer: !
Export to: {
Receipt Date of Sample: 2023-07-20
Date of Testing: From 2023-07-20 to 2023-07-21
Test Result: Refer to the data listed in following pages
Test Specification(s) or Test ltem(s): Conclusions:
1. Loading test according to client’s requirements See Test Results

Hardline Laboratory

TUOV sUD Certification and Testing (@fifn&),Co., Ltd\Gganlzhou Branch Testing Center

Tested By:g—{_\%! ke Reviewed By: M
Steven Pan Adam Hou
Project Handler Designated Reviewer

Note: (1) “General Terms & Conditions” applied. For full version, please visit: http:/'www.tuvsud.cnicn-scniterms-and-conditions
2) Any use for advertising purposes must be granted in wrlllng Th:s technical report may only be quoted in full. This report is the result of a single

examination of the object in ion and is not ion of the quality of other products In regular prnductlon For fu rther details,
please see testing and certification regulation, chapter A3d. 3] The conclusion of test result was drawn g to g regulation or
method and! or client's requirement

boratory: Telephone: +86 020 3832 0668 Regd. Office: Page 1of 4
TU v 5 D Testing Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 TU v S0 D Certification and Testing [cn.na]. Co.,
Road, Shilou Town, Panyu Distric, Guangzhou, ~ hitp://www.tuv-sud.cn Ltd. Gi Branch 5F, Ci

P.R. China Building, 163 Pingyun Rd, Huangpu West Ave.

TOv®



EVENT-BROTHER

TS-300P TESTING REPORT

Test Report No.: 64.190.23.0479.01-00
Dated: 2023-08-24
Greater Chana
Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO.,LTD.
Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96 Jinkai
Road,Nanning City, Guangxi,China
Sample Submission: The sample was submitted by applicant and identified.
Product Name: Aluminum truss
Order No.: !
Identification/Style No.: TS-300P
Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING CO.,LTD
Country of Origin: China
Buyer: !
Export to: /
Receipt Date of Sample: 2023-08-16
Date of Testing: From 2023-08-16 to 2023-08-16
Test Result: Refer to the data listed in following pages
Test Specification(s) or Test ltem(s): Conclusions:
1. Loading test according to client’s requirements See Test Results

Hardline Laboratory

TUV SUD Certification and Testing (@&} Co., Ltd. Gdangzhou Branch Testing Center
Tested By: Reviewed By(
Steven Pan Adam Hou
Project Handler Designated Reviewer

Note: (1) “General Terms & Conditions” applied. For full version, please visit: http://www.tuvsud.cn/cn-scn/terms-and-conditions
2) Any use for advertising purposes must be granted in wrntmg Tms lw:hmca! report may only be quoted in full. This report is the result of a single

examination of the object in ion and is not gy ion of the quality of other products i in regular produchun For{urlher details
please see testing and certification regulation, :h:xptar A-3.4. 3) The conclusion of test result was drawn gt g reg or i
method and/ or client’s requirement
Laboratory: Telephone: +86 020 3832 0668 Regd. Office: Page 1 of 4
T0 v 50 D Testing Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 TU V SU D Certification and Testing {China) Co.,
:T‘adcsmlou Town, Panyu Distric, Guangzhou,  hitp:/lwww.tuv-sud.cn Ltd. Guangzhou Branch 5F, Communication

\R. China

Building, 163 Pingyun Rd, Huangpu West Ave,

TOV®



EVENT-BROTHER

TS-300H 75 Series Small Size Spigot Bolt SQUARE TRUSS

Model NO:TS-300H

Csize(mm) 290
Material 6082-T6/6061-T6
Main Tube(mm) 50%2
Vice tube(mm) S0x2830x2
Brace Tube(mm) 25x2
Connectors included 4xConical, 8xSpigot Pins, R Clips

0.5 T5-300H(2)x0.5 0.045
1 TS-300H(2)x1 0.09
Tih T5-300H(2)x1.5 0.135
2 TS-300H(2)x2 0.18

2.5 TS-300H(2)x2.5 0.225 =
3 TS-300H(2)x3 0.27 I -~ l
I [} |
i8] 82 | P | P ! s | 280 | 58 | P |
324 296 271

Central Point Load Weight(Kgs) 650 561 494 440 395 357

Deflection(mm) 24 34 46 5 72 89 Al 13 15
Distribution Load Weight(Kgs) 241 177 135 166 85 69 58 48 41
Deflection(mm) 34 46 61 T 10 11 14 16 19

TS-300 & TS-400G Package together



WENT-BR“T“[H TS Series Spigot Truss
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Spigot Square Truss Connector and Accessories

100mm; 105mm; 115mm
120mm; 170mm; 210mm

100mm; 105mm; 115mm
120mm; 170mm; 210mm

| %] £




EVENT-BROTHER

Spigot Square Truss Connector and Accessories




Spigot Square Truss Bolt & Connector




EVENT-BROTHER

Spigot Square Truss Connecter Accessories
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Spigot Square Truss Aluminum Baseplate

*
3
.
Y
. |

Saw




EVENT-BROTHER

TS-400A 75 Series Medium Size Spigot Bolt SQUARE TRUSS

Model NO:TS-400A

~ Size(mm)
Material 6082-T6 /6061-T6
Main Tube(mm) 50%3
Brace Tube 50x2
Vice Tube 25x2
Connectors Included 4x Conical, 8 x Spigot Pins, R Clips

0.5 TS-400A(3)x0.5 0.08 . %
1 TS-400A(3)x1 0.16 2

1:5 TS-400A(3)x1.5 0.24 s .
2 TS-400A(3)x2 0.32

2.5 TS-400A(3)x2.5 0.4 8 \ / \ /
3 TS-400A(3)x3 0.48

LiM)

Central Point Load Weight(Kgs) 560 537 515 493 476 459 443 428 413 401 388

Deflection(mm) 16 21 28 36 44 54 66 78 92 106 123
Distributed Load Weight (kgs/m) 260 207 166 135 113 95 81 69 60 52 46
Deflection(mm) 35 46 b 66 79 90 105 118 133 147 162

TS-400S 7S Series Medium Size Spigot Bolt SQUARE TRUSS

Model NO:TS-400S

Material 6082-T6 / 6061-T6
Main Tube(mm) 50x3
Vice Tube 30x2
Brace Tube 25x2
Connectors Included 4% Conical, 8 x Spigot Pins, R Clips
‘Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 TS-4005(3)x0.5 0.08
1 TS-400S(3)x1 0.16
1.5 TS-400S(3)x1.5 0.24
( ] 2 TS-4005(3)x2 0.32
X >< X X >< X 2.5 TS-4005(3)x2.5 0.4
T 1 3 TS-4005(3)x3 0.48

Central Point Load Weight(Kgs) 560 537 515 493 476 459 443 428 413 401 388

Deflection(mm) 16 21 28 36 44 54 66 78 92 106 123
Distributed Load Weight (kgs/m) 260 207 166 135 113 95 81 69 60 52 46
Deflection(mm) 35 46 55 66 79 90 105 118 133 147 162



EVENT-BROTHER

TS-400AG TS Series Medium Size Spigot Bolt SQUARE TRUSS

Model NO: TS=-400AG

Size(mm) 400x400

Material 6082-T6 / 6061-T6

Main Tube(mm) 50x3

Brace Tube 50x2

Vice Tube 25x2

Connectors Included 4xConical, 8 x Spigot Pins, R Clips

Length/Pcs(M) SKU CODE CBM/Piece

0.5 T5-400AG(3)x0.5 0.08
1 TS-400AG(3)x1 0.16
1.5 TS-400A(3)x1.5 0.24
2 TS-400AG(3)x2 0.32
2.5 TS-400AG(3)x2.5 0.4
3 TS-400AG(3)x3 0.48
Loading Capacity Spec. 8m

Central Point Load Weight(Kgs) 560
Deflection(mm) 16
Distributed Load Weight (kgs/m) 260
Deflection(mm) 35

il
S = o B e s e B x g 4
\\ // W /// N ; \\\ V.
NN A N A Nl
N N 4 N
Y WYY <
///Q\\ AN /AN TN
7N 7N 7 N\ 77 N\

9m 10m 11m 12m 13m 14m 15m 16m 17m

537 515 493 476 459 443 428 413 401
21 28 36 44 54 66 78 92 106
207 166 135 113 95 81 69 60 52
46 bb 66 79 90 105 118 133 147

18m

388
123
46
162



WENT-BR“T“ER TS Series Spigot Truss
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TS-400G/TS-400P 15 Series Medium Size Spigot Bolt SQUARE TRUSS

Model NO: TS-400G/TS-400P

Csize(mm)  389389/400x400
Material 6061-T6/6082-T6
Main Tube(mm) 50%3
Vice tube(mm) 30%3
Brace Tube(mm) 25x%3
Connectors included M16 Screw Bolt&Nut Included
‘Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 TS-400G/TS-400P(3}x0.5 0.05
1 TS-400G/TS-400P(3)x1 0.09
1.5 TS-4006/TS-400P(3)c1.5 0.14 o [ i |

2 T5-4006/TS-400P(3)x2 0.19
2.5 TS-4006/T5-400P(3}x2.5 0.23 4
3 TS-4006/TS-400P(3)3 0.28

Central Point Load Weight(Kgs) 536 430 358 330

Deflection(mm) 0.3 2.3 8 16 29 46 67
Distribution Load Weight(Kgs) 810 518 324 180 115 78 56
Deflection(mm) 0.6 6.6 21 37 58 81 11

TS-400B TS Series Medium Size Spigot Bolt SQUARE TRUSS

Product Description and Specification
Model NO: TS-400B

| Size(mm)  389389/400¢400
Material 6082-T6 / 6061-T6
Main Tube(mm) 50x3
Brace Tube 50x2
Vice Tube 25x2
Connectors Included 4 x Conical, 8 x Spigot Pins, R Clips
Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 TS-400B(3)x0.5 0.045
1 TS-400B(3)x1 0.09
145 TS-400B(3)x1.5 0.135 -t 2
2 TS-400B(3)x2 0.18 a | ” ” ” | _
2.5 TS-400B(3)x2.5 0.225 .
3 TS-4008(3)x3 0.27 é_l\ll/ll\|/|_
I LMy
Central Point Load Weight(Kgs) 430 410 374 337 319
Deflection(mm) 7.5 11.2 16 21 28.3 35 45 55 67
Distributed Load Weight (kgs/m) 325 236 181 142 114 94 78 66 56
Deflection(mm) 21 28 37 46 57 38 81 94 107



MNT'BR“T“EH TS Series Spigot Truss
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TS-3040 715 Series Medium Size Spigot Bolt SQUARE TRUSS

Model NO:TS-3040

Material 6082-T6 / 6061-T6
Main Tube(mm) 50x3
Brace Tube 50x2
Vice Tube 25x2
Connectors Included 4x Conical, 8 x Spigot Pins, R Clips
‘Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 TS-3040(3)x0.5 0.06
1 TS-3040(3)x1 0.12 ”
15 TS-3040(3)x1.5 0.18
2 TS-3040(3)x2 0.24
2.5 TS-3040(3)x2.5 0.3 / \
3 TS-3040(3)x3 0.36
LM}
Central Point Load Weight(Kgs) 1304 950 675 459 360
Deflection(mm) 2.3 7.6 11,2 21.8 28‘8 40.5 551 72.5
Distributed Load Weight (kgs/m) 1189 531 282 142.3 95 63 43.3 30
Deflection(mm) 3.7 8.6 15 223 30.7 36.3 54.7 67
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TS-500 715 Series Medium Size Spigot Bolt SQUARE TRUSS

Product Description and Specification
Model NO: TS-500

- Sizemm)  sows00
Material 6082-T6 / 6061-T6
Main Tube(mm) 50%3
Brace Tube 50%2
Vice Tube 30x2
Connectors Included 4x Conical, 8 x Spigot Pins, R Clips

500
450

0.5 TS5-500(3)x0.5 0.125
1 TS-500(3)x1 0.25
Tih TS-500(3)x1.5 0.375 \ / \
£ TS-500(3)x2 0.5 .

25 TS-500(3)x2.5 0.625 g \ / \ /
3 TS-500(3)x3 0.75 f
l o

Central Point Load Weight(Kgs) 1239 1130 1035 950 876 809 750 695 645 600 558

Deflection(mm) 62 72 84 96 109 123 138 154 171 188 207
Distributed Load Weight (kgs/m) 206 173 148 127 109 95 85 73 64 57 51
Deflection(mm) 78 928 LRI 3 B S E R O 8 582 T s 5 2 5
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TS-4060A TS Series Medium Size Spigot Bolt SQUARE TRUSS

Product Description and Specification
Model NO: TS-4060A

Material 6082-T6/6061-T6
Main Tube(mm) 50%3
Brace Tube 50%2
Vice Tube 30x2
Connectors Included 4 x Conical, 8 x Spigot Pins, R Clips
Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 TS-4060A(3)x0.5 0.12
1 TS-4060A(3)x1 0.24
1.5 TS-4060A(3)x1.5 0.36
2 TS-4060A(3)x2 0.48
2.5 TS-4060A(3)x2.5 0.6
3 TS-4060A(3)x3 0.72

Central Point Load Weight(Kgs) 632 570

Deflection(mm) 23 46 61 80
Distributed Load Weight (kgs/m) 128 100 78 60
Deflection(mm) 40 57 78 104

TS-4060B 15 Series Medium Size Spigot Bolt SQUARE TRUSS

Product Description and Specification
Model NO:TS-4060B

Material 6082-T6/6061-T6
Main Tube(mm) 50%3
Brace Tube 50x2
Vice Tube 30x2
Connectors Included 4 x Conical, 8 x Spigot Pins, R Clips
0.5 TS-4060B(3)x0.5 0.12
1 TS-4060B(3)x1 0.24

1.5 TS-4060B(3)x1.5 0.36 #“I ilf I if

2 TS-4060B(3)x2 0.48

28 T5-4060B(3)x2.5 0.6 \ / \
3 TS-4060B(3)x3 0.72

LM}

Central Point Load Weight(Kgs) 650 530
Deflection(mm) 35 50 65 87
Distributed Load Weight (kgs/m) 138 121 98 80
Deflection(mm) 43 62 83 113



MNT'BMT“EH Possible Setup by TS-400 & TS-4060
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TS-5060 715 Series Medium Size Spigot Bolt SQUARE TRUSS

Product Description and Specification
Model NO: TS-5060

Material 6082-T6 / 6061-T6
Main Tube(mm) 50x4

Vice Tube(mm) 50x%3/50x2
Brace Tube(mm) 30x2

Connectors Included 4x Conical, 8 x Spigot Pins, R Clips

_Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 TS-5060(4)x0.5 0.15
1 TS-5060(4)x1 0.3
1.5 TS-5060(4)x1.5 0.45
2 T5-5060(4)x2 0.6
2.5 TS-5060(4)x2.5 0.75
3 TS-5060(4)x3 0.9

Central Point Load Weight(Kgs)

Deflection(mm) 3.9 12.6 23.6
Distributed Load Weight (kgs/m) 1503 720 460
Deflection(mm) 3.1 121 23

B
540

XIXIXIXT
ALK

Low |

2350 1852 1447 1122 1034 950 758 729 640 535 446
36.8 55.6 79
336 240 175 130 104 83 66 47
36 2S5 ] 103 135

107.1 140.1 181.4 231 283

1 e sl T

TS-5276 TS Series Medium Size Spigot Bolt SQUARE TRUSS

Product Description and Specification
Model NO:T5-5276

Material 6082-T6 / 6061-T6
Main Tube(mm) 50%4

Brace Tube 50%3/50x%2
Vice Tube 30x%2

Connectors Included 4x Conical, 8 x Spigot Pins, R Clips

0.5 TS-5276(4)x0.5 0.15
1 TS-5276(4)x1 0.3
1.5 TS-5276(4)x1.5 0.45
2 TS-5276(4)x2 0.6
2.5 TS-5276(4)x2.5 0.75
3 TS-5276(4)x3 0.9

1655 1404 1236 1078 945 839 772 716 672

Central Point Load Weight(Kgs) 2381 1945
Deflection(mm) 3.6 8.1

Distributed Load Weight (kgs/m) 1573 685
Deflection(mm) 3.2 10.7

520

T60

|

580

520

\[/NI/T

g

AT

432

L(M) [

293 321 190
331 40 56.1 73 92

20 25 36.1 46 61 773 96 121
170 136.1 91 76 42
116 146.1 83.2
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TS-6276 TS Series Medium Size Spigot Bolt SQUARE TRUSS

Product Description and Specification
Model NO:TS-6276

Material 6082-T6 / 6061-Th

Main Tube(mm) 50x4

Vice Tube(mm) 50x3/50x2

Brace Tube(mm) 30x2

Connectors Included 4 Conical, 8 x Spigot Pins, R Clips

Length/Pcs(M)  SKUCODE  CBM/Piece

0.5 TS-6276(4)x0.5 0.15
1 TS-6276(4)x1 0.3 \\ /
1.5 TS-6276(4)x1.5 0.45
2 T5-6276(4)x2 0.6
2.5 TS5-6276(4)x2.5 0.75 3 \ // \
3 T5-6276(4)x3 0.9

Central Point Load Weight(Kgs) 1215 1106 1012 931 858 735 671 632
Deflection(mm) 62 72 84 96 109 123 138 154 171
Distributed Load Weight (kgs/m) 202 170 145 124 107 93 82 72 63
Deflection(mm) 77 90 105 120 137 154 173 193 214

TS-6290 TS Series Big Size Spigot Bolt SQUARE TRUSS

Model NO:TS-6090

CSize(mm) eoe0
Material 6082-T6 / 6061-T6
Main Tube(mm) 50x4
Brace Tube S0x3/50x2
Vice Tube 30x2
Connectors Included 4x Conical, 8 x Spigot Pins, R Clips
———
TS-6290(4)x1 0.54
2 TS-6290(4)x2 1.08
3 TS-6290(4)x3 1.62

900
840
900

Central Point Load Weight(Kgs) 2351 1942 1672 1456 1345 1252 1178 1046 937 849 778 719 642

Deflection(mm) 13 17 25 32 42 53 71 823 96.6 115 136.3 163.2 192
Distributed Load Weight (kgs/m)1002 718.6 482.8 294 251.2 466.7 187 161 139.3 122 101.5 845 70.8
Deflection(mm) 21 312 43 59 71.2 89.6 107 129.7 157 192 206.1 2304 257
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TS-500 TUV TESING REPORT

Prilfbericht - Produkte i - ®
Test Report - Products A TUVRhelnland
Priifbericht-Nr.: CN2231TT 002 Auftrags-Nr.: 170319421 Seite 1 von 4
Test Report No.: Order No.. Page 1 of 4
Kunden-Referenz-Nr.:  N/A Auftragsdatum: 2022.10.08
Client Reference No.. Order date:
Auftraggeber: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO. LTD
Client: Room.909&911, Zonghe Building, Jianlong Industrial Zone, No.96 Jinkai Road,

’ Nanning City, Guangxi, China.
Priifyegenstand: Spigot Bolt Truss
Testitem:

Bezeichnung / Typ-Nr.: TS-500
Ideniification | Type No.:

Auftrags-Inhait: Test report

Order content:

Priifgrundlage: Loading test according to client's requirement
Test specification:

Wareneingangsdatum: 2022.10.08

Date of receipt.

Priifmuster-Nr.: 170319421-A002

Test sample No.:

Priifzeitraum: 2022.10.09 - 2022.10.13

Testing period:

Ort der Priifung: Client Factory (Foshan)

Place of testing:

Priiflaboratorium: TOV Rheinland (Guangdong)

Testing laboratory: Ltd.

Priifergebnis*: Refer to fullowing pages

Testresult™

gepriift von: genehmigt von:
tested by, George Li authorized by. Jason Ding

Datum: . ‘4/07 Ausstellungsdatum : Jobﬂm ) ine
@m’) )09

Date: 2022.10.25 Issue date: 2022.10.25
Stellung / Position: Engineer Stellung / Position: Reviewer

Sonstiges / Other: -
Factory: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING COC‘LT‘D .l._
Note: Test results refer to page 4 in this report. Prne

Zustand des Priifgegenstandes bei Anlieferung: Prufmuster vollstancig und ﬂ'n“ sch dl'gt
Condition of the test item at delivery: Test iterm complete and ur'dam <)
* Legends: P{ass) = entspricht 0.9. Prifg n) Fiail)= icht nicht o.g. Prifg: n) N/A = nicht anweﬁhar_ NIT = nd:hbgaleslet
* Legend: P(ass) = passed a.m. test specification(s)  F(ail) = failed a.m. test specification(s) N/A = not applicable NIT = nat tested

Dieser Priifbericht bezieht sich nur auf das o.g. Priifmuster und darf ohne Genehmigung der Priifstelle nicht
auszugsweise vervielfiltigt werden, Dieser Bericht berechtigt nicht zur Verwendung eines Priifzeichens.
This test report only relates to the a. m. test sample. Without permission of the test center this test report is not permitied to be
25 duplicated in extracts. This test report does not entitle to carry any test mark.
TUV Rheinland (GuangDong) Ltd, - No.1¢8 Kezhu Road, Guangzhou Seience City - Guangzhou + 510663, P.R. China
Tel.: +86 20 2839 1888 - Fax: +B6 20 2839 1999 - Mail: service-ac@tuv.com - Web: www.tuv.com
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TS-6276 TUV TESING REPORT

Priifbericht - Produkte
Test Report - Products

A TUVRheinland®

Priifbericht-Nr.: CN2231TT 003 Auftrags-Nr.: 170319421 Seite 1 von 4
Test Report No.: Order No.: Page 1 of 4
Kunden-Referenz-Nr.:  N/A Auftragsdatum: 2022.10.08

Client Reference No.: Order date:

GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO.LTD

Order content:

Auftraggeber: L 2 : ;

Client: Room.909&¢11, Zonghe Building, Jianlong Industrial Zone, No.96 Jinkai Road,
Narnning City, Guangxi, China.

Priifgegenstand: Spigot Bolt Truss

Test item:

Bezeichnung / Typ-Nr.: TS-6276

Identification | Type No.:

Auftrags-Inhalt: Test report

Priifgrundlage:
Test specification:

Loading test according to client’s requirement

Date of receipt:

Wareneingangsdatum:

2022.10.08

Priifmuster-Nr.:
Test sample No.:

170319421-A003

Place of testing:

Priifzeitraum: 2022.10.09 -2022.10.13
Testing period:
Ort der Priifung: Client Factory (Foshan)

Priflaboratorium: TOV Rheinland (Guangdong)
Testing laboratory: Ltd.

Prifergebnis*: Refer to following pages

Test result™:

gepriift von:
tested by: George Li

genehmigt von:

authorized by: Jason Ding

Datum: @‘ ‘ﬂ/b—f Ausstellungsdatum : J Moy 1'7 TAB
Date: 2022.10.25 Issue date: 2022.10.25 J
Stellung / Position: Engineer Stelluna / Position: Reviewer

Sonstiges / Other:

Factory: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING CO.LTD

Note: Test results refer to page 4 in this report.

Zustand des Priifgegenstandes bei Anlieferung:
Condition of the test item af delivery:

P(ass) = entspricht 0.g. PriJfgrundage{n}
P(ass) = passed a.m. test iff (s}

Prufmuster volistandig und unbesphadigt
Test item compiete and undemaged a4

NFT mcﬁt gelestet
N-’T no?tssted

* Legende:
* Legend:

F{ail) = entspricht nicht 0.g. Prifgrundlage(n) N/A = nicht anuu_ndba?
Fiail) = failed a.m. test specification(s) A = nct appkca}.'ﬂe

Dieser Priifbericht bezieht sich nur auf das o.g. Priifmuster und darf ohne Genehmigung dar Prﬁfstslle nicht
auszugsweise vervielfiltigt werden, Dieser Bericht berechtigt nicht zur Verwendung eines Priifzeichens,
This test report only relates to the a. m. test sample. Without permission of the test center this test report is not permitted to be
duplicated in exiracts. This test report does not entitle to carry any test mark.

TUV Rheinland (GuangDong) Ltd. - No.199 Kezhu Road, Guangzhou Science City + Guangzhou - 510663, P.R. China
Tel.: +86 20 2839 1888 - Fax: +86 20 2830 1999 - Mail: service-ac@iuv.com +Web: www.tuv.com
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TS-5210 75 Series Big Size Spigot Bolt SQUARE TRUSS

Model NO:TS-5210

- Sizemm)  ssmao0
Material 6082-T6 / 6061-Th
Main Tube(mm) 50x%5
Vice Tube(mm) 50x3
Brace Tube(mm) 43x3
Connectors Included 4xConical, 8 x Spigot Pins, R Clips
1 TS-5210(5)x1 0.52
2 TS-5210(5)x2 1.04
3 TS-5210(5)x3 1.56 =

-

Central Point Load Weight(Kgs) 3306 3102 2899 2631 2370 2089 1828 1659 1553 1350 1199 1008 906
Deflection(mm) 28 39 51 65 82 99 119 140 164 190 218 249 282
Distributed Load Weight (kgs/m) 651 566 485 403 320 238 203 165 129 113 82 6l 53
Deflection(mm) 35 48 63 80 99 120 143 168 195 225 256 290 327




TS-6010K Ts Series Big Size Spigot Bolt SQUARE TRUSS

Model NO:T5-6010K

 Size(mm) = 2
Material 6082-T6 / 6061-T6
Main Tube(mm) 50%5 580 § \ / \\ //
Vice Tube(mm) 50x3 =
Brace Tube(mm) 43%3 |
Connectors Included 4 x Conical, 8 x Spigot Pins, R Clips = 2 // \ // \\
=4 = .
Length/Pcs(M)  SKUCODE  CBM/Piece €
1 TS-6010K(5)x1 0.52 640
2 TS-6010K(5)x2 1.04 -
TS-6010K(5)x3 1.56

Central Point Load Weight(Kgs) 8035 6866 5992 5306 4758 4309 3927 3606 3328 3088 2875 2869
Deflection(mm) 7 12 14 20 22 26 35 40 47 50 60 69
Distributed Load Weight (kgs/m) 2032 1628812433 978.7 789.6 6495 5433 458.2 3947 341.7 2895 2624
Deflection(mm)

Central Point Load Weight(Kgs) 2518 2366 2229 2103 1987 1883 1782 1693 1608 1529 1455 1386

Deflection(mm) 76 82 95 101 115 125 135 145 156 168 180 195
Distributed Load Weight (kgs/m) 2324 2067 185 1662 150 1359 1234 1124 1027 9\4 363 793
Deflection(mm) 115 128 156
Central Point Load Weight(Kgs) 1317 1256 1198 1142 1088 1038 943 855 812
Deflection(mm) 209 221 236 253 266 283 300 315 335 350 368
Distributed Load Weight (kgs/m) 73 673 622 574 532 492 456 423 392 364 338
Deflection(mm) 168 177 190 200 212 226 241 254 267 280 295




EVENT-BROTHER

TS-6214K TUV TESING REPORT

Test Report No.: 64.190.23.0531.01-00
Dated: 2023-08-24
Greater China
Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO.,LTD.
Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96 Jinkai
Road,Nanning City,Guangxi,China
Sample Submission: The sample was submitted by applicant and identified.
Product Name: Aluminum truss
Order No.: /
Identification/Style No.: TS-6412K
Manufacturer: EVENT-BROTHER(FOSHAN]STAGING EQUIPMENT MANUFACTURING CO.,LTD
Country of Origin: China
Buyer: /
Export to: /
Receipt Date of Sample: 2023-08-16
Date of Testing: From 2023-08-16 to 2023-08-16
Test Result: Refer to the data listed in following pages
Test Specification(s) or Test Item(s): Conclusions:
1. Loading test according to client’'s requirements See Test Results

Hardline Laboratory

TUV SUD Certification and Testing |

AN
Tested Ey:g{)ﬂ! i i

Steven Pan

angghou Branch Testing Center

Reviewed EyM

Adam Hou
Project Handler Designated Reviewer

Note: (1) "General Terms & Conditions" applied. For full version, please visit: http./'www.tuvsud.cnicn-scniterms-and-conditions
2) Any use for advertising purposes must be granted in wntmg This technical report may only be quoted in full. This report is the result of a single

examination of the object in tion and is not ge ion of the quality of other pmducls in reqular produr.hon For further detalls
please see testing and certification regulation, chaplar A3, 3] The conclusion of test result was drawn g to g reg or |
method and/ or client’s requirement
Laboratory: Telephone: +86 020 3832 0668 Regd. Office: Page 10f 4
TU V SU Desting Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 Tl v 80 D Certification and Testing [Chma] Co,,
}::;tadésihilnu Town, Panyu Distric, Guangzhou, = http:/iwww.tuv-sud.cn Ltd. G hou Branch 5F, G

\R. China

Building, 163 Pingyun Rd, Huangpu West Ave.

Tov®



EVENT-BROTHER

TS-6214K TUV TESING REPORT

Test Report No.: 64.190.23.0480.01-00
Dated: 2023-08-24
Greater Chana
Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO.,LTD.
Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96 Jinkai
Road,Nanning City,Guangxi,China
Sample Submission: The sample was submitted by applicant and identified.
Product Name: Aluminum truss
Order No.: /
Identification/Style No.: TS-6412K
Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING CO.,LTD
Country of Origin: China
Buyer: /
Export to: !
Receipt Date of Sample: 2023-08-16
Date of Testing: From 2023-08-16 to 2023-08-16
Test Result: Refer to the data listed in following pages
Test Specification(s) or Test Item(s): Conclusions:
1. Loading test according to client’s requirements See Test Results

Hardline Laboratory

TUV SUD Certification and Testing (G Gungzhou Branch Testing Center

Tested By: _% @E e Reviewed By:m_ﬁab{
Steven Pan Adam Hou
Project Handler Designated Reviewer

Note: (1) “General Terms & Conditions” applied. For full version, please visit: http:/iwww.tuvsud.cnien-sen/terms-and-conditions
2) Any use for advertising purposes must be gramed in wntlng This lechmcal report may only be quoted in full. This report is the result of a single

examination of the object in q and is of the quality of other products in ragular pmdul:hnn Furfurlhsr details,
please see testing and certification legulauon chapter A4, 3) The conclusion of test result was drawn g to g reg or
method and/ or client's requirement
Laboratory: Telephone: +86 020 3832 0668 Regd. Office: Page 10of §
TU V §U D Testing Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 TU v 50 D Certification and Testing (China) Co.,
E?‘adé:a_hlluu Town, Panyu Distric, Guangzhou, = http:/lwww.tuv-sud.cn Ltd. Guangzhou Branch 5F, Communication

fLH ina

Building, 163 Pingyun Rd, Huangpu West Ave.

ToV®
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L-290  Series Ladder Truss(Spigot Type)

Product Description and Specification
Model NO:L-290

Material 6082-T6 /6061-T6

Main Tube(mm) 50x2

Vice Tube(mm) 30x2

Brace Tube(mm) 25x2

Connectors Included 2xConical, 4 x Spigot Pins, R Clips
1 L-290(2)x1 0.03
2 L-290(2)x2 0.06
3 L-290(2)x3 0.09

L(M)

Central Point Load Weight(Kgs) 991 401 172

Deflection(mm) 0 1 1 2 3 3
Distributed Load Weight (kgs/m) 991 281.5 94.1 36.5 16.7 71
Deflection(mm) 0 il 1 1 2 2

L-390 L Series Ladder Truss(Spigot Type)

Product Description and Specification
Model NO:L-390

Material 6082-T6 / 6061-T6

Main Tube(mm) 50%3

Vice Tube(mm) 30x2

Brace Tube(mm) 25x2

Connectors Included 2x Conical, 4 x Spigot Pins, R Clips
1 L-390(3)x1 0.04 i
2 L-390(3)x2 0.08 §§ \ / \ /
3 L-390(3)x3 0.12 .

L{M)

Central Point Load Weight(Kgs) 1278 140

Deflection(mm) 0 1 2 2 2 3
Distributed Load Weight (kgs/m) 1277 450 152.6 57.6 26.3 13
Deflection(mm) 0 1 1 1 2 2



L-300 series Ladder Truss(Screw Bolt&Nut Type)

Product Description and Specification
Model NO:L-300

Material 6082-T6 / 6061-Th
Main Tube(mm) 50x2

Vice Tube(mm) 30x2

Brace Tube(mm) 25x2
Connectors Included 2 x M16 Screw Bolt&Nut

1 L-300(2)x1 0.03
g L-300(2)x2 0.06
3 L-300(2)x3 0.09

L(M)

Central Point Load Weight(Kgs) 991 172

Deflection(mm) 0 1 1 2 =
Distributed Load Weight (kgs/m) 991 281.5 94.1 36.5 16.7 7.1
Deflection(mm) 0 1 1 1 2

L-400 L Series Ladder Truss(Spigot Type)

Product Description and Specification
Model NO:L-400

Material 6082-T6 / 6061-T6
Main Tube(mm) 50x3
Vice Tube(mm) 30x2

Brace Tube(mm) 25x2
Connectors Included 2% M16 Screw Bolt&Mut

] L-400(3)x1 0.04
3 L-400(3)x2 0.08 .
3 L-400(3)x3 0.12 §§ \ / \ /

L{M)

Central Point Load Weight(Kgs) 1278 275 140

Deflection(mm) 0 1 2 2 2 3
Distributed Load Weight (kgs/m) 1277 450 152.6 57.6 26.3 13
Deflection(mm) 0 1 1 1 2 2




SPIGOT SQUARE TRUSS ACCESSORIES
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TSV-290 TSV Series Triangle Small Size Spigot Bolt Truss

Product Description and Specification
Model NO:TS-290

- Size(mm)
Material 6082-T6/6061-T6
Main Tube(mm) 50%2
Vice Tube(mm) 25x2
Brace Tube(mm) 2052
Connectors Included 4 x Conical, 8 x Spigot Pins, R Clips

TSV-290(2)x1 0.09

2 TSV-290(2)x2 0.18
3 TSV-290(2)x3 0.27

Central Point Load Weight(Kgs) 888 639.3 471.2 350.3 268.8
Deflection(mm) 5.8 331 57 113.2 155.8
Distributed Load Weight (kgs/m) 1368 457.2 181 104.4 32.8
Deflection(mm) 10.3 45.5 i 153.1 213.6
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TSV-290 TSV Series Triangle Small Size Spigot Bolt Truss
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EVENT-BROTHER

TSV-290 TUV TESING REPORT

Test Report No.: 64.190.24.0236.01-00 @
Dated: 2024-03-29

Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO., LTD.

Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96
JinkaRoad,Nanning City.Guangxi,China.

Sample Submission: The sample was submitted by applicant and identified.

Product Name: Aluminum truss

Order No.: !

Identification/Style No.: TSV-290

Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING
CO.LTD

Country of Origin: /

Buyer: /

Export to: /

Receipt Date of Sample: 2024-01-15

Date of Testing: From 2024-01-15 to 2024-01-15

Test Result: Refer to the data listed in following pages

Test Specification(s) or Test ltem(s): Conclusions:

1. Loading test according to client's requirements See Test Results

Hardline Laboratory

TUV SUD Certification and Testing (Chjfa)€0. BUaggzhou Branch Testing Center

Reviewed By:g—ew_ﬁ*g P\)I D

Steven Pan

A 4 !z
Tested By: (4’ L X f

Mac Xiao

Project Handler Designated Reviewer

Note: (1) “General Terms & Conditions” applied. For full version, please visit: http:l'www.tuvsud. cnicn-scniterms-and-conditions
2) Any use for advertising purposes must be granted in wmmg This tech mcal report may only be quoted in full. This report is the result of a single
examination of the object in question and is not of the quality of other products in regular pmduchon For further details,
please see testing and certification regulation, chapter A3, 3) The conclusion of test result was drawn to tion or
method and! or client’s requirement

Laboratory: Telephone: +86 020 3832 0668 Regd. Office: Page 1of §
TU V 5U D Testing Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 T0 v 50 D Certification and Testing {Chlnal Co.,

Road, Shilou Town, Panyu Distric, Guangzhou, = hittp:iwww.tuv-sud.cn Ltd. G hou Branch 5F, C

P.R. China jd

Building, 163 Pingyun Rd, Huangpu West Ave.

TOv®



EVENT-BROTHER

Spigot Triangle Truss Connector and Accessories



Spigot Bolt Truss Lifting System Components

| (JY-SLIDER)
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Spigot Bolt Truss Lifting System Components
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Roof Stage Setup Components

Il {,r
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Roof Stage Setup Components




Roof Stage Setup Components

Hi(JY-33)

ce-(JY-34)

tor Plate

rtive Belt

Thickness 0.5mm, Width 5cm

o (Y-38)

(1.12x1.12x1.12m, 1 Ton full loading)

(JY-40) lick Lock Clamp Tubing
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Roof Stage Setup Components

lly Cart 3ase Dolly Cart Stage deck dolly cart

. (JY-46)

eTighther e (1Y=50] SipporteBeitaahar T o

{JY-52) ansparent C: nvas/Canopy
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V300 LED SCREEN TRUSS

Model NO:V300

Material 6061-T6 /6082-Té
Main Tube(mm) 50%3
Vice Tube(mm) 30%2
Brace Tube(mm) 25X2
Connectors Included 4 x Conical, 8 x Spigot Pins, R Clips
Ring(mm) T76X50X12mm
m V-300(3)x1 0.09
2m V-300(3)x2 0.18
3m V-300(3)x3 0.27
3000
2910
[
P N P P
189 | [ I [N 1 ]
e = X
LI 0]
475 475 475 475 475 475
Il |
1 NN 2 N T T
1?9[ I 00 00 Nl )
[E1 Ll
A 475 475 475 475 475 475

110 73

Central Point Load Weight(Kgs) 270 167
Deflection(mm)

Distributed Load Weight (kgs/m) 800 725 525 400 225 180 125
Deflection(mm) 16 23 25 30 35 40 42
Weight (0.5m/1m/2m/3m):
0.5m Tm 2m 3m
6.03Kgs 10.5Kgs 19.0Kgs 27.4Kg

Finishing: Powder Coating BLACK or Natural Silver
Compatibility: Globaltruss F34
Included Items: 1x Set Spigot, Pin, Spring
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V300 LED SCREEN TRUSS
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V400 LED SCREEN TRUSS

Model NO: V400

Size(mm)

Material

Main Tube(mm)
Vice Tube(mm)
Brace Tube(mm)
Connectors Included
Hook

389x389 or 400X400
6061-T6 or 6082-T6

50x4
30x3
50x3

4% Conical, 8 x Spigot Pins, R Clips
M18 Screw Bolt, 3/4-10UNC

Length/Pcs(M) SKUCODE CBM/Piece
0.5m V400(4)x0.5 0.08
1m V400(4)x1 0.16
2m V400(4)x2 0.32
3m V400(4)x3 0.48
3000 400
: 2910 ] Pl
| ﬁfé\ /4%\ /4 N/ {é\ /4} N /4% N
VA RV, VA RV
| 2990 |
Loading Capacity Spec. 2m 4m 6m 8m 10m 12m
Central Point Load Weight(Kgs) 1800 875 700 525 400 35
Deflection(mm) 38 11 29 43 65 71
Distributed Load Weight(kgs/Hook) 840 400 200 120 75 50
Deflection(mm) 4 13 32 48.1 67 74
Weight (0.5m/1m/2m/3m):
0.5m Tm 2m 3m
11.6 18 30.9 43.7

Finishing: Powder Coating BLACK or Natural Silver

Compatibility: Globaltruss: F44
Included Items: 1x Set Spigot, Pin, Spring
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V400 LED SCREEN TRUSS
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Test Report No.: 64.190.24.0430.01-00 @
Dated: 2024-06-12

Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO., LTD.

Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96 Jinka
Road,Nanning City.Guangxi,China.

Sample Submission: The sample was submitted by applicant and identified.

Product Name: V400 Aluminum truss

Order No.: /

Identification/Style No.: V400

Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING
CO.LTD

Country of Origin: China

Buyer: /

Export to: /

Receipt Date of Sample: 2024-06-05

Date of Testing: From 2024-06-05 to 2024-06-05

Test Result: Refer to the data listed in following pages

Test Specification(s) or Test Item(s): Conclusions:

1. Loading test according to client’s requirements See Test Results

Hardline Laboratory

TUV SUD Certification and Testing (Chi pBangzhou Branch Testing Center
w S
Tested By: /I/U'ﬂ’( )( f Reviewed By: < - s
Mac Xiao Steven Pan

Project Handler Designated Reviewer

Note: (1) “General Terms & Conditions™ applied. For full version, please visit: http:/'www.tuvsud.cnlen-scniterms-and-conditions

2) Any use for advertising purposes must be granted in writing. This technical report may only be quoted in full. This report is the result of a single
examination of the object in ion and is not g ion of the quality of other products in regular production. For further details,
please see testing and certification regulation, chapter A-3.4. 3) The conclusion of test result was drawn according to correspondlng regulation or standard
method and/ or client’s requirement

Laboratory Telephone: +86 020 3832 0668 Regd. Office: Page 10f§
TOV SfID Testlng Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 TUV SUD Certification and Testing (China) Co.,

Road, Shilou Town, Panyu Distric, Guangzhou, = http:/lwww.tuv-sud.cn Ltd. Guangzhou Branch 5F, Communication

P.R. Chma ¥ :

Building, 163 Pingyun Rd, Huangpu West Ave.
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MODELNO: R
FVBO2S 25cm pmm——
EVBOS0  50cm
EVB100 100cm
EVB150 150cm
EVB200 200cm
EVB250 250cm
EVB300 300cm
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TB-200R DECORATIVE SQUARE TRUSS

Product Description and Specification
Model NO:TB-200R
R Means Main Tube is Round Type

Material 6082-T6 /6061-T6
Main Tube(mm) 3252
Brace Tube 16x2mm
Connectors Included Screw Bolt & Nut

m TB-200R(2)x1 0.04
2m TB-200R(2)x2 0.08
3m TB-200R(2)x3 0.12

Central Point Load Weight(Kgs)

Deflection(mm) 5 23 60.5 89.6
Distributed Load Weight (kgs/m) 195 90.2 54 36
Deflection(mm) 5.8 26.3 64 94.3

TB-200S DECORATIVE SQUARE TRUSS

Product Description and Specification
Model NO: TB-200S
S Means Main Tube is Square Type

Material 6082-T6 / 6061-Th
Main Tube{mm) 25%25x2
Brace Tube 16x2mm
Connectors Included Screw Bolt & Nut

m TB-2005(2)x1 0.04
2m TB-2005(2)x2 0.08 S]
3m TB-2005(2)x3 0.12

INVANVAVA

Y

n/\AM/\W

Central Point Load Weight(Kgs)

Deflection(mm) 5
Distributed Load Weight (kgs/m) 185
Deflection(mm) 6

]

21 55 78
82 49 31
24 58 81




EVENT-BROTHER

TB-300 T1B Series Medium Size Bolt&Nut Screw SQUARE TRUSS

Product Description and Specification
Model NO: TB-300

- Sizemm)  3ma0
Material 6082-T6/ 6061-Th
Main Tube(mm) 50x3
Vice Tube(mm) 30x2
Brace Tube(mm) 25x2

Connectors Included Screw Bolt & Nut

1 TB-300(3)x1 0.09
2 TB-300(3)x2 0.18
3 TB-300(3)x3 0.27
4 TB-300(3)x4 0.36

300

300

Central Point Load Weight(Kgs) 1285
Deflection(mm) 16
Distributed Load Weight (kgs/m) 805
Deflection(mm) 15

35
316
28

432
93
139
67

218 102

108 135 146
75 51 42
99 136 155

TB-300Q T8 Series Medium Size Bolt&Nut Screw SQUARE TRUSS

Product Descriptidn and Specification
Model NO: TB-300Q

Material

Main Tube(mm)

Vice Tube(mm)
Brace Tube(mm)
Connectors Included

6082-T6 / 6061-T6
50%3
30x2
25x2

Screw Bolt & Nut

1 TB-300Q(3)x1 0.09
2 TB-300Q(3)x2 0.18
3 TB-300Q(3)x3 0.27
4 TB-300Q(3)x4 0.36

[ XTXTXTX]

140
300

'\><H><[I><H><<\'

Central Point Load Weight(Kgs) 1760
Deflection(mm) 22
Distributed Load Weight (kgs/m) 551
Deflection(mm) 32

1450
46
250
S

1150
65
166.7
86

1{17 139 151
125 100 83.2
90 15 ) 1349



HD-300 HD Series Heavey Duty Bolt&Nut Screw SQUARE TRUSS

Product Description and Specification
Model NO:HD-300

| Size(mm) 00
Material 6082-T6/6061-T6
Main Tube(mm) 50x3
Vice Tube{mm) 50x2
Brace Tube(mm) 25x2
Connectors Included M16 Screw Bolt & Nut Included
‘Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 HD-300(3)x0.5 0.45
i HD-300(3)x1 0.09
1.5 HD-300(3)x1.5 0.135 o H ‘ H H H |
2 HD-300(3)x2 0.18 i
245 HD-300(3)x2.5 0.225 s |k __ LM
3 HD-300(3)x3 0.27 L] g
Central Point Load Weight(Kgs) 1250 912 215 106
Deflection(mm) 1T 55 87 92 115 138
Distributed Load Weight (kgs/m) 1055 330 150 92 60 36
Deflection(mm) 19 48 66 102 139 148

HD-350 HD Series Heavey Duty Bolt&Nut Screw SQUARE TRUSS

Product Descriptidn and Specification
Model NO: HD-350

 Size(mm) 300
Material 6082-T6/6061-T6
Main Tube(mm) 50%3
Vice Tube(mm) 50x2
Brace Tube(mm) 25x2 250
Connectors Included M16 Screw Bolt & Nut Included VAN
12 H
0.5 HD-350(3)x0.5 0.06
1 HD-350(3)x1 0.12
1.5 HD-350(3)x1.5 0.18
2 HD-350(3)x2 0.25 L
2.5 HD-350(3)x2.5 0.3
3 HD-350(3)x3 Ebehr
Central Point Load Weight(Kgs) 2500 2066 1807 1486 1271 1010 618
Deflection(mm) 2.3 7.6 TI2 22 29 40.5 55 72
Distributed Load Weight (kgs/m) 1189 530 282 142 95 63 43 30
Deflection(mm) 207 8.6 14.6 22 31 36.2 55 67
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HD-400 HD Series Heavey Duty Bolt&Nut Screw SQUARE TRUSS

Product Description and Specification
Model NO:HD-400

| Size(mm)  aok00
Material 6082-T6 / 6061-T6
Main Tube(mm) 50x3
Vice Tube(mm) 50x2
Brace Tube(mm) 25x2
Connectors Included M16 Screw Bolt & Nut Included
Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 HD-400(3)x0.5 0.08
1 HD-400(3)x1 0.16
15 HD-400(3)x1.5 0.24 §|
Z HD-400(3)x2 0.32
2.5 HD-400(3)x2.5 0.4 i
3 HD-400(3)x3 0.48 §| / \ \

Central Point Load Weight(Kgs) 1402 1020

Deflection(mm) 2.5 8.2 12 23‘4 31 43.5 59.2 78
Distributed Load Weight (kgs/m) 1278 581 303 153 102 68 46 32
Deflection(mm) 4 93 15 24 33 39 59 72

HD-400Q_ HD Series Heavey Duty Bolt&Nut Screw SQUARE TRUSS

Product Description and Specification
Model NO: HD-400Q

© Sizemm) o000
Material 6082-T6 /6061-T6
Main Tube(mm) 50%3
Vice Tube(mm) 50x2
Brace Tube(mm) 25x2
Connectors Included M16 Screw Bolt 8 Nut Included
Length/Pcs(M)  SKUCODE  CBM/Piece
0.5 HD-400Q(3)x0.5 0.08
1 HD-400Q(3)x1 0.16 -
| e HD-400Q(3)x1.5 0.24 b \ /
2 HD-400Q(3)x2 0.32 LD
2.5 HD-400Q(3)x2.5 0.4
3 HD-400Q(3)x3 0.48 § /

Central Point Load Weight(Kgs) 1402 1020

Deflection(mm) 2.5 8.2 12 23‘4 31 43.5 59.2 78
Distributed Load Weight (kgs/m) 1278 581 303 153 102 68 46 32
Deflection(mm) 4 9.3 15 24 33 39 59 72
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HD-520 TUV TESTING REPORT

Test Report No.: 64.190.23.0413.01-00
Dated: 2023-07-27
Greater China
Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO.,LTD.
Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96 Jinkai
Road,Nanning City, Guangxi,China
Sample Submission: The sample was submitted by applicant and identified.
Product Name: Aluminum truss
Order No.: I
Identification/Style No.: HD-520
Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING CO.,LTD
Country of Origin: China
Buyer: !
Export to: !
Receipt Date of Sample: 2023-07-20
Date of Testing: From 2023-07-20 to 2023-07-27
Test Result: Refer to the data listed in following pages
Test Specification(s) or Test ltem(s): Conclusions:
1. Loading test according to client’s requirements See Test Results

Hardline Laboratory

TUV SUD Certification and Testing {€hin

Tested Byr:<éﬁ_{J ﬂﬁ P Latd

Steven Pan

anfzhou Branch Testing Center

Reviewed ByM{

Adam Hou
Project Handler Designated Reviewer

Note: {1) “General Terms & Conditions” applied. For full version, please visit: http:/'www.tuvsud.cnicn-scniterms-and-conditions

2) Any use for advertising purposes must be granted in  writing. Thls technical report may only be quoted in full. This report is the result of a single
examination of the object in ion and is not g of the quality of other pmducts in regular productlon For further delalls
please see testing and certification regulation, chnptw A3, 3] The conclusion of test result was drawn g to g or ]
method and! or client's requirement

Laboratory: Telephone: +86 020 3832 0668 Regd. Office: Page 1of 5
TU v 50U D Testing Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 T0 v 80 D Certification and Testing {Chma} Co,,
Road, Shilou Town, Panyu Distric, Guangzhou,  hitp:/iwww.tuv-sud.cn Ltd. hou Branch 5F, C

PR China Building, 163 Pingyun Rd, Huangpu West Ave.

TOv®
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HD-300G HD Series Heavy Duty Bolt&Nut Screw Square truss

Model NO:HD-300G

~ Size(mm)
Material 6061-T6/6082-T6
Main Tube(mm) 50%3 or 50x2
Vice tube(mm) 25x2
Brace Tube(mm) 25x2
Connectors included M16 Screw Bolt&NutIncluded

0.5 HD-300G(3)x0.5  0.05
1 HD-300G(3)x1 0.09

1.5 HD-300G(3)x1.5  0.14

2 HD-300G(3)x2 0.19 -

2.5 HD-300G(3)x2.5  0.23

3 HD-300G(3)x3 0.28 ’{_ﬂ ) /

Central Point Load Weight(Kgs) 188

Deflection(mm) 3.5 19 43 77
Distribution Load Weight(Kgs) 920 560 350 230
Deflection(mm) 32 1722 39.3 7153

HD-520G HD Series Heavy Duty Bolt&Nut Screw Square truss

Model NO:HD-520G

Csize(mm) w0620
Material 6061-T6/6082-T6
Main Tube(mm) 50%3
Vice tube(mm) 50x2
Brace Tube(mm) 25%3
Connectors included M16 Screw Bolt&Nut Included

0.5 HD-520G(3)x0.5 0.14
1 HD-520G(3)x1 0.27
1.5 HD-520G(3)x1.5 0.41
2 HD-520G(3)x2 0.54
2.5 HD-520G(3)x2.5 0.68
3 HD-520G(3)x3 0.82

Central Point Load Weight(Kgs) 2251 1166 512
Deflection(mm) 2.5 10.1 23 41.2
Distribution Load Weight(Kgs) 1150 382 162 84
Deflection(mm) 2.1 11.2 739 44.9



E“ENT'BR“T“ER HD Series Heavy Duty Bolt&Nut Screw Square truss

HD-300GB HD-520GB
6-way Joint box for HD-300G 6-way Joint box for HD-520G
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HD-520 HD Series Heavey Duty Bolt&Nut Screw SQUARE TRUSS

P

Model NO:HD-520

Size(mm) 520x520
Material 6082-T6 / 6061-T6
Main Tube(mm) 50%3
Vice Tube(mm) 50%2
Brace Tube(mm) 30x2
Connectors Included M16 Screw Bolt & Nut Included
Length/Pcs(M) SKUCODE CBM/Piece
0.5 HD-520(3)x0.5 0.14
il HD-520(3)x1 0.27
1.5 HD-520(3)x1.5 0.4
2 HD-520(3)x2 0.55
2.5 HD-520(3)x2.5 0.68
3 HD-520(3)x3 0.81
Loading Capacity Spec. 3m 6m 9m 12m 15m
Central Point Load Weight(Kgs) 2150 1045 665 463 335
Deflection(mm) 3 7 16 30 47
Distributed Load Weight (kgs/m) 1265 342 145 76 44

Deflection(mm) 4 9 20 55 54
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HD-4060 HD Series Heavey Duty Bolt&Nut Screw SQUARE TRUSS

Product Description and Specification
Model NO:HD-4060

 Size(mm)

Material 6082-T6 / 6061-T6

Main Tube(mm) S0x4

Vice Tube{mm) 50x2

Brace Tube(mm) 30x2

Connectors Included M16 Screw Bolt 8 Nut Included

Length/Pes(M)
0.5 HD-4060(4)x0.5 0.125
il HD-4060(4)x1 0.25
1.5 HD-4060(4)x1.5 0.375
2 HD-4060(4)x2 0.5 AN
2.5 HD-4060(4)x2.5  0.625 g \/ﬁ a / \ / \
3 HD-4060(4)x3 0.75 =

Central Point Load Weight(Kgs) 1527 1262 1084 906 752 632 571 521 480 407
Deflection(mm) 3 7.8 11 17 24.2 33 46 61 80 100
Distributed Load Weight (kgs/m) 1410 618 397 263 182 128 99 77 60 49
Deflection(mm) 4 8.8 12 95 29 40 571 78 103 117

HD-5276 HD Series Heavey Duty Bolt&Nut Screw SQUARE TRUSS

Product Descriptidn and Specification
Model NO:HD-5276

- Sizemm) 5270
Material 6082-T6/6061-T6
Main Tube(mm) 50x4
Vice Tube(mm) 50x2
Brace Tube(mm) 30x2
Connectors Included M16 Screw Bolt & NutIncluded
~Length/Pcs(M)
0.5 HD-5276(4)x0.5 0.2 g
1 HD-5276(4)x1 0.4
1.5 HD-5276(4)x1.5 0.6
2 HD-5276(4)x2 0.8
255 HD-5276(4)x2.5 1 8 =
3 HD-5276(4)x3 12 B
LM}

Central Point Load Weight(Kgs) 1786 1587 1288 1039 B840 753 681 623 542 475 421

Deflection(mm) 3 7.6 11.4 16.2 22 30.3 40.6 53 634 764 92
Distributed Load Weight (kgs/m) 1695 807 470 302 201 155 116 85 71 59 49
Deflection(mm) 4 85 129 184 25 35 47.8 63 82 105 133
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HD-5810K HD Series Heavey Duty Bolt&Nut Screw SQUARE TRUSS

Model NO:HD-5810K

Size(mm) 520x760

Material 6082-T6/ 6061-Th
Main Tube(mm) 50%5

Vice Tube(mm) 50%3

Brace Tube(mm) 43x3
Connectors Included M16 Screw Bolt & Nut Included

Length/Pcs(M) SKUCODE CBM/Piece

0.5 HD-5810K(5)x0.5 0.2
1 HD-5810K(5)x1 0.4
1.5 HD-5810K(5)x1.5 0.6
7 HD-5810K(5)x2 0.8
2.5 HD-5810K(5)x2.5 1
2 HD-5810K(5)x3 i
Loading Capacity Spec. 2m 4m 6m 8m 10m 12m 14m 16m 18m 20m 22m

Central Point Load Weight(Kgs) 1786 1587 1288 1039 840 753 681 623 542 475 421
Deflection(mm) 3 7.6 11.4 16.2 22 30.3 40.6 53 63.4 764 92
Distributed Load Weight (kgs/m) 1695 807 470 302 201 155 116 85 71 59 49
Deflection(mm) 4 8.5 12.9 184 25 35 47.8 63 82 105 133
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Staging Truss Setting Up Directions

NOTE: Take settingupa trussing systemin 5M, 8M and 10M with sleves connectors as a direction by following.

1.Setupthe base plate for truss. 2.Install the 1 mtruss to the base 3.Puta4d-waycornertothetruss
{Inc.adjusting the base,wheels, and stabilize it with screws/bolts; installed in Step 2.
cannectors,etc);

4.Connectingthe 2mand 4m truss together,asthe diagram shows;

5.Connectthe B8mtrusstotheinstalled base.Put

: i 2 6.Firmly attach the chain hoist to the pillartruss with bolts;
ontheroofifthe trussing system acts on this part.

7.Attach the 4-pillar truss with flexible connectors tothelm truss onbase plate;The following diagrams show directions on connecting
1 piece as specimen. The 2 connections on same side must be connected firstly to simplify the next installation;

8.Erect the truss up after connecting the same side 9.Pull the hand chain to lift up the truss after completing

connectors in Step 7,and firmly stabilize the truss Step B,Stop pulling chain hoist, Stabilize the trussing, put
up with flexible connectars; safety bumper bar to avoid possible accident; 10. Stabilize the ranking prop in the last step.
)|
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ACCESSORIES 1B SERIES SCREW TRUSS ACCESSORIES

17 (TCA-01)

)

INERJOINTS =~ = TB TOP-SECTION = = 6-V 30X CORNER

GESECTION ~ SLEEVEBOXCORNER




SP SERIES special Shape Truss Structure

SP Series Special structure truss,which is widely used in events to
construct special shapes for meeting certain kinds of visual or
functional effect.

»v
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Special Shape Truss Structure

Spigot type/Screw type Square Circle truss
R5-3
Size depends on clients request, customized made supported

S iy,

\‘.

4\ \/7. &\\\‘ lll

ST
RN
Al

SIX XS
s

=

[
<

e e e i ———

|

e - = ——
Spigot type/Screw type triangle Spigot type/Screw type triangle
Circle truss Arch door

RS5-5
RS-4 - )
Size d ds on client ; Size depends on clients request,
lze. e;_oen son clien sreques : customized
customized made supported made supported

\ 4 \ 4




SP SERIES Sseries Spcial structure truss
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ST SERIES ST SERIES SpeakerTower System

ST-830

Product Description:
ST Series "A"Type Speaker truss is a large-scale loading capacity truss system designed to perfect the performances added effect, mainly for
large-scale movement of outdoor performances, exhibitions, press conferences, Use it to hoist a more linear sound nice style results. Up to

over 10 meters high, It can load about 1 ton, The "A" speaker truss height which usually on 6m (load 0.5 Ton }, 8m (load 1ton ), 12m (load 0.8 ton ),
It also can be customized acoording to customer.

Color: Argent, yellow, red, black, green or your color is available.
Specification:

(DMaterial: 6061-T6 or 6082-T6 (ZMain tube: 50*3mm, brace tube: 60*3mm
(3 Truas Section:3 set 4Max loading capacity: 1000kg
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STA-02S TUV TESTING REPORT

Test Report No.: 64.190.23.0909.01-00 @
Dated: 2024-01-18

Applicant: GUANGXI EVENT-BROTHER STAGING PRODUCTIONS CO.,LTD.

Address: Room.909&911,Zonghe Building,Jianlong Industrial Zone,No.96 Jinkai
Road,Nanning City,Guangxi,China

Sample Submission: The sample was submitted by applicant and identified.

Product Name: Aluminium stage

Order No.: !

Identification/Style No.: STA-025

Manufacturer: EVENT-BROTHER(FOSHAN)STAGING EQUIPMENT MANUFACTURING
CO.LTD

Country of Origin: /

Buyer: !

Export to: /

Receipt Date of Sample: 2024-01-15

Date of Testing: From 2024-01-15 to 2024-01-15

Test Result: Refer to the data listed in following pages

Test Specification(s) or Test ltem(s): Conclusions:

1. Loading test according to client's requirements See Test Results

Hardline Laboratory

i A ->
Tested By: e Reviewed By{
Steven Pan Adam Hou
Project Handler Designated Reviewer

Note: (1) "General Terms & Conditions” applied. For full version, please visit: http:/iwww.tuvsud.cn/cn-scn/terms-and-conditions
2) Any use for advertising purposes must be granted in wnt}ng Thrs lechmcal report may only be quoted in full. This report is the result of a single

examination of the object in ion and is not ion of the quality of other prudul:ls in regular prudul:hon For further details,
please see testing and certification regulation, chapter A-3. 4, 3) The conclusion of test result was drawn g to f g regulation or
method and/ or client's requirement
Laboratory: Telephone: +86 020 3832 0668 Regd. Office: Page 10of 4
TU V SU D Testing Center, No. 63 Chuanggi Telefax: +86 020 3832 0478 TU VS0 D Certification and Testing (China) Co.,
Eu}ladél?hllnu Town, Panyu Distric, Guangzhou, = http:/iwww.tuv-sud.cn Ltd. Guangzhou Branch 5F, Communication

fiH ina

Building, 163 Pingyun Rd, Huangpu West Ave.

TOV®



EVENT-BROTHER

STA Series Assembly Performance Stage Syetem

STA-01

20cm height

30-40Cm Height.
Minor Adjustable

Staging Skirt with Velcro tape.
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STA Series Assembly Performance Stage Syetem




EVENT-BROTHER

STA Series Assembly Performance Stage Syetem

STA-01

1mX1im (0.6-1.0m adjustable) or
1.22mX1.22m (0.6-1.0m adjustable)
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Stage System Job Reference

STA-02

Assdmbly stage imximor1.22mx1.22m; imx2mor 1.22mX2.44m
Standard height: 0.6-1.0m adjustable;

< || 1 !tﬂ |*

11(."_ Tﬁ } |




EVENT-BROTHER

STA Series Assembly Performance Stage Syetem

Adjustable height; 40-60cm with wheels.
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Stage System Job Reference

a8 Y

1.22mX1.22m or 1mX1m; Standard Height:0.6-1.0m
adjustable.

Acrylic (PMMA); 18mm thickness;

6061-T6, 50X3mm/50X2mm/25X2mm
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STA Series Assembly Performance Stage Syetem

Model:HT-183
Main Frame:50x50mm Interational standard Corner Iron

Vice Frame:25x25mm square tube
Adjustable Feet:25x2.0 stainless tube
Stage Deck: 18mm HDF plywood with high density carpet covered.

Stroller wheel:5” PU wheels
Finishing:Silver/Black Rust-proof coating finished.

1650mm
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Stage System Job Reference

| 2400 | | 1200 |




Stage System Components
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Stage System Components




CAT...

Practical helpfully Stage Transport & Storage Solutions

.“ & o oW
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CAT-122

1 Cart contains 10 piece
1.22x1.22m stage deck
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Why Should we Use Barriers

There are a wide variety of uses for Stage barriers and now an important
part of equipment for event organisers. Although known as stage
barriers, they can be used wherever crowd density is anticipated, Such as
licensed bars at outdoor events,to keep the crowd from moving
forwards the stage artists or speech maker.

Material of Crowd Control barriers
High-strengthen 6061-T6 aluminum sheet and profile,feactures light-
weight and strong performance in keeping crowd away,Rust-free.

What Barriers Appearance should be

1)smooth line;

2) no rust or disfigurement;

3) all rivets in place and not rotating ;

4) smooth welds, with no fractures

5) stable, with all screw bolt and nuts correctly installed to prevent
movement and possible finger / toe strapped and hurts;

6) With professional access gate for audience and security stuff; with
multifunctional angle piece and cable through part under some special
parts;

Workmanship of EVENT-BROTHER Barriers
1)Fully welded and riveted in all joining part;
2)Edges smoothly without fractures;
3)Multifunctional angle pieces;

Certificate or Confidence
CE and TUV Rheinland Loading Testing report. Breaking forces reach
11080N.
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SB Series cCrowd Control Barrier

Aluminum crowd control barrier for staging show project.itis widely used to keep the audience from the actors and maintain a safety distance from the stage performers. Constructed by
premium material,the productions is characterized for easy to carry and stock, save shipping space.ltis c ient to ble and di ble.fast set up and labor-saving. The step
pannel is anti-slip design to protect people from slip even though in a moistured weather.

Engineering Specification
Model No.: SB-02

Material: Internation standard 6061-T6
Dimension: L:1000xH:1200mmX
W:1250mm

Tube Spec.: 5043*2mm

Vice tube: 43*30*2mm,

Aluminum Sheet: 3mm

Weight: 26.2Kg

Packaging: Iransport Cart/Carton

617

1100
1200
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SB Series_ Crowd Control Barrier

Engineering Specification
Model No.: 5B-02C
Material: Internation standard 6061-T6
Dimension: L:1200xH:1200mmx
W:1250mm
Tube Spec.: 50%43*2mm
Vice tube: 43*30*2mm,
Aluminum Sheet: 3mm
Weight: 26Kgs
Packaging: Iransport Cart/Carton

SB-02Cenables0° ~45° turnable for forming angel requirements in site
operation

1000
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SB Series cCrowd Control Barrier

Engineering Specification

Model No.: SB-02CA

Material: Internation standard 6061-T6
Dimension: L:1000xH:1200mmX
W:1250mm

Tube Spec.: 50%43*2mm

Vice tube: 43*30%2mm,

Aluminum Sheet: 3mm

Weight: 27Kgs

Packaging: Iransport Cart/Carton
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) SB Series_ Crowd Control Barrier

Engineering Specification

Model No.: SB-02D

Material: Internation standard 6061-T6
Dimension: L:1200xH:1200mmx
W:1250mm

Main Tube Spec.: 50%43*2mm

Vice tube: 43*30*2mm,

Aluminum Sheet: 3mm

Weight: 30Kgs

Packaging: Transport Cart/Carton

Barrier/Stage module Transport Cart
Simplify your transportation in event sites
Model:CAT-10P

Aluminum made

A Cart stores 10-12 Piece barriercade.
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SB Series cCrowd Control Barrier




EVENT-BROTHER

SB Series crowd Control Barrier
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SB Series cCrowd Control Barrier
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EVENT-BROTHER(FOSHANISTAGING EQUIPMENT MANUFACTURING CO.LTD
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Chent: NO.7 XINGWANG ROAD XINGLIAN INDUSTRIAL ZONE LUOCLUN NAKHAI
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Product details

2 | Mafie | Gewicht
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1.20«1.00=1,25m / 26kg

Used matarials

o - A
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§ | Verwendete Materialien A
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Priifbericht-Nr.: 50315932 001 Seibe 2 von 6
Page 26
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Loading test —

1. Fix the bottom of the sample 1o the ground.

i, Apphy an outward pulkng force on the handrail

1 . Pul it until breaking and record the maximum
force.

LN visible damages was found by pulling
0000M

i Visitile deformation found in hand hoiding
part by puing farce 11080N

i Maximum breaking force. 11080N.
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SB Series cCrowd Control Barrier

Produkte

o A TUVRheinland® g A TUVRheinland*
Priifbericht-Nr.: 50315832 001 Sefle Svon § Prifbericht-Nr.: 50315932 001 Sefe & von &
Test Report No.: Page 5of 6 Test Report No.: Page 6 of 6
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Product photo: Product photo:

In testing

Aster test

*** End of test report ***
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SBT Series_ SBT Series Stainless Steel Barrier

Model: SBT-02

Size:2m(Width)x1.2m (Height)
Weight:11Kgs

Package:5 Piecs /Pack Bubble Film

Material: International Standard Stainless Steel
#201 or 3044

Main Tube: ¢ 38xTmm

Brace Tube: ¢ 22x1mm

Branding Board: YES

Model: SBT-03

Size:2m(Width)x1.2m (Height)
Weight:9.6Kgs

Package:5 Piecs /Pack Bubble Film

Material: International Standard Stainless Steel
#201 or 3044

1= Main Tube: ¢ 38x0.8mm

Brace Tube: ¢ 22x0.8mm

Branding Board: YES

Model: SBT-04

Size:1.4m(Width)x1m (Height)

Weight:4Kgs

Package:5 Piecs /Pack Bubble Film

Material: International Standard Stainless Steel
#201 or 3044

Main Tube: ¢ 32x0.8mm

Brace Tube: ¢ 19x0.8mm
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SBT Series SBT Series Stainless Steel Barrier




 EVENT-BROTHER

Model:SQ-3
Characteristics:
Medium Size, Convenient for moving and transportation

Material:

DHPE -Anti UV

Dimension: 1010x1010x2350mm

Inner Dimension:950x950x1900mm
Weight:90Kgs

Tranport Volumn:

2.6CBM(Ready Unit) 1.0CBM( Disassembled Unit)

Dimension: 1150x1150x2350mm

Inner Dimension:1090x1090x1900mm
Weight:95Kgs

Tranport Volumn:

3.5CBM(Ready Unit) 1.5CBM( Disassembled Unit)

Color Option:
Blue Green Red

Standard Devices Included:
Squat Toilet Pan

Washing Basin

Faucet

120L Clean Water Tank
120L Grey Water Tank
380L Waste Tank

Foot Pumps

Waste Discharging Valve
Stainless Steel Floor(Anti-Slip)
User & Occupier Lock
Ventilation Fans

Lights

Coat Hook

Toilet Paper Rollor

Gender Sign

In-Use Indication

Skid Feet

Urinal Device (Optional)

: -' -".‘\

2350mm
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Model:5Q-5
Characteristics:
Medium Size, Convenient for moving and transportation —

Material:

DHPE -Anti UV

Dimension: 1010x1010x2350mm

Inner Dimension:950x950x1900mm
Weight:100Kgs

Tranport Volumn:

2.6CBM( Ready Unit) 1.0CBM( Disassembled Unit)

Dimension: 1150x1150x2350mm
Inner Dimension:1090x1090x1900mm
Weight:105Kgs

Tranport Volumn:

3.5CBM( Ready Unit)

1.5CBM( Disassembled Unit)

2350mm

Thickness 30mm ——|

Color Option:
Blue Green Red

Standard Devices Included:
CloseStool Toilet Sit N -
Washing Basin -
Faucet

120L Clean Water Tank
120L Grey Water Tank '

380L Waste Tank TR
Foot Pumps

Waste Discharging Valve

Stainless Steel Floor(Anti-Slip)

User & Occupier Lock
Ventilation Fans

Lights

Coat Hook

Toilet Paper Rollor
Gender Sign

In-Use Indication

Skid Feet

Urinal Device (Optional)
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Model:5SQ-6 Model:SQ-8

Material:DHPE -Anti UV Material:Color Aluminum Sheet + FOAM
Dimension: 1010x1010x2350mm Dimension: 1150x1150x2350mmlinner
Inner Dimension:950x950x1900mm Dimension:1090x1090x1900mm

Dimension: 1150x1150x2350mm
Inner Dimension:1090x1090x1900mm

Model:SQ-12
Material:DHPE -Anti UV
Dimension: 1010x1010x2350mm Inner Dimension:950x950x1200mm
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New Model

SQ-3NEW&OLD, BOTH AVAILABLE

SQ-3NEW&OLD, BOTH AVAILABLE

0ld Model
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Portable Speech Desk

4 A
E— L-—|7
[ 213
450
\_ DS-1 Clear/Transparent Speech Desk /
\ DS-2 Truss made Speech Desk /
~ I
\ DSF -1.1 Flightcase for Truss Made or Transparent Speech Desk (1.2x0.58x0.5m) /
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Portalbe D] Desk

VA WAN

A VA

N/N\/

20

Ay AN

/

1200

2000

Description:

Model No.:.DS-3

Size: 2000mm x800mm x1200mm (Width x Depth x Height

Material: ¢ 50x3mm/ ¢ 30x2mm Aluminum Tube, 18mm Football pattern Surface finishing board
Moving Wheel:3" High Quality PU Wheel with Brakes

Work Platform: 1 Layer/ 2 Layer

*****Moduling Accembly and Foldable*****

*E¥*Branding: Support***#*
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Professional Productions

General Characteristics:

@®Nice appearance,small size light weight;

®Reasonable structure,sturdy and duarable;

®Simple application operation,easy maintainance;
®0verloading protection,safety loading guaranteed;

@®Disc Brake,hight sensitive;

®Waterproof design,all weather using applicable;

@®Iinverse and Top-hanging lifting enabled,widely applicable;
®Hidden hooks design,simplify its packaging and transportation;
@®Entire body Pensu finishing,rust preventing;

®Alloy steel chain wheel,gear heat treatment,durable;
®High-strengthen hooks.
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HBH-2 Series

Innovative professional stage motor,double brake functions
380V and 220V motoris available.
Inverse self-climbing
Lead Limit Switch enables flexible control for chain lead

Mechanical Specifications

3-Phase Motor(380V or 220V) Lifting Chain
Weight Lifting | Chain | Lifting Speed Diameter | Chain Fall | Testing Loading| Dimension | Weight
Model No. Capacity(Ton) | Length(M) [ (m/min) Power(W)| IP Grade| ED(%) (mm) No. Weight(Ton) (mm) (Kgs)
HBH-1H 0.5 25 5 400 6 0.63 23x23x28 | 27
HBH-1 1 25 3.5 600 F 40% 8 1 1.25 30x25x38 | 29
HBH-2 2 25 4 1100 10 2.25 29x%29x40 65
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EMA Series

Innovative professional stage motor,double brake functions
380V and 220V motor is available.
Inverse self-climbing
Low Voltage control

Direct Control

Lead Limit Switch enables flexible control for chain lead

Mechanical Specifications

Model |Loading Capacity| Motor Voltage(V) Lifting Chain Fall | Lifting Speed | Power Load Chain
No. (Ton) 3-Phase Height(M) NO. (M/Min) (Ktw) Dia(mm)

EMA-1 1 220V/380V 25 1 5 1.5 i |

EMA-2 2 220V/380V 25 2 2.5 1.5 7.1
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Accessories

TB-8C
Controller

8ch controller

1,Can bechanged toa 16
channel by paralleling two 8ch
controller

2, The flight case design suitable
for mobile shows

3, The single way phase-change
switch convenient to use

Shockproof
Flightcase

Flight case for the motor hoist:
1, Designed for 2pcs motor hoist
2, Specialized internal partition
for easy setting

Hanging
Belt

Sling special for stage:
1,Blacksling suitable for the
stage lifting

2, Light weight, small tension
and convenient to use

3, Soft and flexible with heavy
loads

4, Moisture-proof,wear-proof
and long life
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Name : Line array stand

Type : DJOO3H

Variable height : 2.1-6M

thickness: 3.0mm

Beam: 600mm

Self weight : 120KG

Max load : 230KG

Size for base plate :4 60mmX440mm
Telescopic tube: square tube 120/100/80/60
Support legs: square tube 80X40X1300/980

Name : Medium duty light stand

Type : DJOO5S

Variable height : 1.7-4M

thickness: 2.5mm

Beam: 480mm

Self weight : 60kG

Max load : 100KG

Size for base plate : 400mmX400mm
Telescopic tube: square tube 80/60/40
Support legs: square tube 60X40X850mm

Name : Heavy Duty Lighting Stand.

Type : DJOO3H

Variable height : 2.1-6M

thickness: 3.0mm

Beam: 600mm

Self weight : 120KG

Max load : 230KG

Size for base plate : 460mmX440mm
Telescopic tube: square tube 120/100/80/60
Support legs: square tube 80X40X1300/980




EVENT-BROTHER EVB-380

TECHNICAL SPECIFICATIONS

Model No.:EVB-380

Weight:13.8Kgs(30.6Pounds)

Size(mm):1900"260"200

Height:1.7~3.2m,Maximum 3.8m Loading Capactiy:Maximum 60Kgs
Materials:Aluminum Alloy(main body)

Screw and joints:Stainless steel made screw and plastic nylon made wear-
resistant fittings;

Height indication:Available on the tube;

QC Testing:100% quality control by 75Kgs loading @3.2m height.

Description

EVB-380 is a aluminum alloy light stand fully made with high strengthen alluminum alloy,which greatly differes its
advantages over the tradictional steel made stands and improves the convenience and users'friendliness in site
application.

The height indictions are marked on the main rod for users' easy and fast recongition of reaching height,more than 60
pieces of have rubber gasket and plastic-nylon wear-resistant fittings are place along the tube rod in purpose to avoid the
wearing and shaking of rod in course of transport and applications,rubber gasket will remind the user incase finger/hand is
placed in the rod when the main rod is going up.95% of the screws used in the stands is stainless steel to avoid getting
rusted.Each stand is coming with a T-bar of 1.84m with 6 or 8 holes for lighting equipment installation. The tube’s diameter
is 50 mm and 3 mm thick,both ends covered by plastic caps.

The stand is 13.5KG weight (generally the iron stand is 22-27KG), the longest is about 1.83M when the tripod is opening,
the highest of stretch is 3.80M; Maximum load is 60KG(before upgrade is 50KG);All stands are 70Kgs loading tested at
3.2m before delivery; the elevating system is upgraded also;

Packing:
Carton (size: 190*260*1850mm,1 PCSin 1) &
Flightcases (size: 1880*470*350mm,2 PCS in 1) optional.
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Model No.
EVB380

Specification

Rise and fall range: 1.66-3.80m
Weight: 11.95kg

Maximum load: 70kg

Material: Aluminum

Size(mm): 1870*230* 190

Features

Adjust the seat with ball bearing smooth
rotation device Anti-lock device with fixed
Handle for track lights and stage truss

Model No.
EVB420

Specification

Riseand fallrange: 1.77-4.25m

Weight: 12.6kg

Maximum load: 50kg

Material: Aluminum

Size(mm): 2050 * 230 %190
Features

Adjust the seat with ball bearing smooth
rotation device Anti-lock device with fixed
Handle for track lights and stage truss

—

Model No.
EVB390

Specification

Rise and fall range: 1.76-3.90m
Weight: 14.90kg

Maximum load: 70kg
Material: Aluminum

Size(mm): 1900 *230* 190

Features

Adjust the seat with ball bearing smooth
rotation device Anti-lock device with fixed
Handle for track lights and stage truss




EVENT-BROTHER

Model No.
EVB150

Specification

Rise and fall range: 0.95-1.50m
Weight: 7.55kg

Maximum load: 70kg
Material: Aluminum

Size(mm):1130%*230%190
Features
Adjust the seat with ball bearing smooth

rotation device Anti-lock device with fixed
Handle for track lights and stage truss

Model No.
EVB250

Specification

Rise and fall range: 0.95-1.45m
Weight: 8.4kg

Maximum load: 60kg
Material: Aluminum

Size(mm): 1250 *255* 190

Features

Adjust the seat with ball bearing smooth
rotation device Anti-lock device with fixed
Handle for track lights and stage truss

Model No.
EVB200

Specification

Riseand fall range: 0.95-1.45m
Weight: 8.4kg

Maximum load: 60kg
Material: Aluminum

Size(mm): 1250 *255* 190
Features
Adjust the seat with ball bearing smooth

rotation device Anti-lock device with fixed
Handle for track lights and stage truss

Model No.
EVB300

Specification

Rise and fallrange: 1.75-3.0m
Weight: 10.95kg

Maximum load: 80kg
Material: Aluminum

Size(mm):1900*230%190

Features

Adjust the seat with ball bearing smooth
rotation device Anti-lock device with fixed
Handle for track lights and stage truss
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Light Duty Lighting Stand and kits Series
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Light Duty Lighting Stand and kits Series

Name:light stand+

EVB023

Variable height:1.7-4M

Thickness: 2.0mm

Beam:480mm

Self weight :28KG

Telescopictube:square tube :round tube45/round tube 35
Support legs:square tube 30X1210mm

Max load:80KG

Weight : 3.4Kg :me
4 o gn:t::,
- @©
: &
| 8

235

Model : LBB430

% Weight :2.55Kg cﬁ%_ Qﬂ:n:’
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Conical Spigot Connector and Pins Tools Case

\ ) X

- ]
Model No.:CCF-36 R g% |
Connector No.:36 Pcs (18 Piece/Layer) i ik % iy |
Pin No.:72 Pcs (36 Pieces/Layer) s Z 8
Size (mm):523X215X200(WxDxh) X (28 1

Model No.:.CCF-180 N8 e F TR
Connector No.:180 Pcs (60 Piece/Layer)
Pin No0.:360 Pcs (120 Pieces/Layer) |
Size (mm):642X365X310(WxDxh) > f
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TSF Series Cable Protector

TSF-1

1)2-Channels

2)5ize:1000x250x50mm

3)5Kg Per one Pcs

4)Hole Size:30x30mm

5)Rubber Material

6)Weave Package: 1000x250x100mm/2 Pcs

TSF-3
1) Three channels
2) Size 910%500*70mm
3) 15.00kg per one pc
4) Hole size 60*40mm
5) Rubbber material
6) Weave Package: 970%500%140mm/2pcs

TSF-5

1) Five channels

3) 13.50kg per one

2) Size 500*900*50mm

4)Hole size 35*35mm

TSF-02

1) Two channels

2) Size 1000*250*50mm
3) 6.50kg per one pc

4) Hole size 40*30mm

5) Rubbber material

6) Weave Package:
1000*250%100mm/2pc

pc

5) Rubber material T-20C
6) Weave Package: CAT-2
500%900*100mm/2pcs One cart stores 20 pieces

of cable ramp;it simplify
the transport and storage
of the cable ramps in event
site and storage after the show.

TSF-5C

4 pieces single mating forma 90° turning
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ARK-2 Doom Shape Roofing Stage System

® 8x6x5m Doom shape Roof Stage;
® Stage Platform: Yes

B a si C @ Manual Holst/ Electric Holst: Yes
® Crowd Control Barriers: Yes
@ Canopy/Canvas: Yes
Pa ra mete rs @ Sidewall And Front Cover printing: Yes
® Canopy/Canvas Color: Black/ White/ Clear or Customized Madee
@ Water Blast: Yes

Technical Specifications

Design Standard @®ENG60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical susp shall have adequate factors of safety;
@The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1{Factor 10:Mounting accessories and their respective
connectors in mobile use)

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi
Transport Packaging Packed in carton or bubble films

R =
TP

]
TIPS
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ARK-3 Doom Shape Roofing Stage System

® 10x8x6m Doom shape Roof Stage;
®PaWing:Yes

B H @ Stage Platform: Yes
aSIC ® Manual Holst/ Electric Holst: Yes
® Crowd Control Barriers: Yes

Parameters s i

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
Standard @ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
eslyy ®The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1{Factor 10:Mounting accessories and their respective

connectors in mabile use)
Wind Stand Capacity 17.8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative dimensions on requirement

Transport Packaging Packed in carton or bubble films




MNT'BHMHEH C € A TtOvRheinland®

sA# ST SN,

ARK-5 Doom Shape Roofing Stage System

® 12x10x8m Doom Shape Roof Stage;
@ PaWing: Yes

B 1 @ Stage Platform: Yes
as Ic ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes

Parameters o cinn

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes

Technical Specifications

t-Mechanical suspensions shall have adequate factors of safety;

Standards @®ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustn

Design ®The suspension of Aluminum truss compllies with the safety-related receiveabl
connectors in mobile use)

of BGV C1{Factor 10:Mounting accessories and their respective

ions like rains

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather si

S5GS/RoHS:SGS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on reg
Transport Packaging Packed in carton or bubble films

8000mm




| MNT'BRUTHEH C € A TtivRheinland®

TR

10000mm

WING-15 Doom Shape Roofing Stage System

® 15x12x10m+2x3m Doom Shape Roof Stage;

Basic Siumerintomyes

® Crowd Control Barriers: Yes

Parameters s i

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made
® Water Blast: Yes

Technical Specifications

Standard @EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adj it-Mechanical suspensions shall have adequate factors of safety;
=0 ®The ion of Alumi truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective

connectors in mobile use)
Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative dimensions on requirement

Transport Packaging Packed in carton or bubble films
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LR-20 Doom Shape Roofing Stage System

® 20x15x12m+2x3m Doom Shape Roof Stage;
® PaWing: Yes

B H ® Stage Platform: Yes
as I c ® Manual Hoist / Electric Hoist: Yes
@ Crowd Control Barrlers: Yes

Parameters s crienrs

@ Canopy/canvas Color: Black/ White/ Clear Or Customized Made
@ Water Blast: Yes

Technical Specifications

Design Standard @EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
@The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective
connectors in mobile use)
Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi t
Transport Packaging Packed in carton or bubble films
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H @® 4x4x3m Roof Tent
BaSIC @ CANOPY/CANVAS: YES
@ SIDEWALL AND FRONT COVERPRINTING: YES
Pa ra meters @ CANOPY/CANVAS COLOR: BLACK/ WHITE/CLEAR or Customized Made
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BaSIC @® Width and Height is Customized made as per Customer demands

Parameters @ PAWING : YES
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SL-2 Roofing Stage System
@ 12x8x7m Sloping Roof Tent Stage;
. ®PaWing:Yes
B ® Stage Platform: Yes
a s I c ® Manual Holst / Electric Holst: Yes
® Crowd Control Barriers: Yes
@ Canopy/canvas: Yes
a ra m ete rs ® Sidewall And Front Cover Printing: Yes
® Canopy/canvas Color: Black/ White/ Clear Or Customized Made
® Water Blast: Yes
Technical Specifications
@EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adj it-Mechanical suspensions shall have adequate factors of safety;

@The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective
connectors in mobile use)

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi t

Transport Packaging Packed in carton or bubble films
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TR-3 Roofing Stage System

® 8x6x7 Roof Stage;
@ PaWing: Yes

B 1 @ Stage Platform: Yes
as Ic ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes

Parameters o cinn

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made
@ Water Blast: Yes

Technical Specifications

Design Standards @ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
@The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1{Factor 10:Mounting accessories and their respective
connectors in mobile use)

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi t
Transport Packaging Packed in carton or bubble films
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TR-4 Roofing Stage System

@ 9x6x7 Roof Stage;
®PaWing:Yes

B H @ Stage Platform: Yes
a s I c @ Manual Holst / Electric Holst: Yes
® Crowd Control Barriers: Yes

Parameters s i

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
Desion Standaed) @ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical ions shall have ad te factors of safety;

®The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor IrD:Mounting accessories'and their respective
connectors in mobile use)

Wind Stand Capacity 17.8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative dimensions on requirement

Transport Packaging Packed in carton or bubble films
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F000mm

TR-5 Roofing Stage System

® 10x8x7+2x6m Roof Stage;
@ PaWing: Yes

B 1 @ Stage Platform: Yes
as Ic ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes

Parameters o cinn

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes

Technical Specifications

t-Mechanical suspensions shall have adequate factors of safety;

Standards @®ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustn

g ®The suspension of Aluminum truss compllies with the safety-related receiveabl
connectors in mobile use)

of BGY C1{Factor 10:Mounting accessories and their respective

ions like rains

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather si

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on reg
Transport Packaging Packed in carton or bubble films
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TR-7 Roofing Stage System
® 12x6x6+2x2m Roof Stage;
. ®PaWing:Yes
Basic e Lo

® Crowd Control Barriers: Yes

Parameters s i

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
Standard @ENG0598-2-17:1989+A2:1991,Clause 17.6.4{Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
eslyy ®The suspensiion n{, Jﬁlumtr;um truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective
connectors in mobile use]

Wind Stand Capacity 17.8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative dimensions on requirement

Transport Packaging Packed in carton or bubble films
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TR-8 Roofing Stage System

® 12x10x10+2x2m Roof Stage;
@ PaWing: Yes

B 1 @ Stage Platform: Yes
as Ic ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes

Parameters o cinn

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made
@ Water Blast: Yes

Technical Specifications

Standard @ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
g @The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1{Factor 10:Mounting accessories and their respective
connectors in mobile use)

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

S5GS/RoHS:SGS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi t
Transport Packaging Packed in carton or bubble films
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TR-9 Roofing Stage System

® 12x12x10+2x6m Roof Stage;

®PaWing:Yes
® Stage Platform: Yes

Ba Sic @ Manual Holst / Electric Holst: Yes

® Crowd Control Barriers: Yes
@ Canopy/canvas: Yes

Parameters Ssiiiioicommoere

Technical Specifications

t-Mechanical

shall have adequate factors of safety;

and means of adj

@EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensi [
truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective

Design Standards o S

connectors in mobile use)
Wind Stand Capacity 17.8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative dimensions on requirement

Transport Packaging Packed in carton or bubble films
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TR-10 Roofing Stage System

® 15x12x10+2x3m Roof Stage
@ PaWing: Yes

B 1 @ Stage Platform: Yes
as I C ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes

Parameters oo ermuve

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made
@ Water Blast: Yes

Technical Specifications

Design Standards @®ENG60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
@The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1{Factor 10:Mounting accessories and their respective
connectors in mobile use)
Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the her situations like rains

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss confi ion, alternative di ions on requi t
Transport Packaging Packed in carton or bubble films
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TR-12 Roofing Stage System

® 26x13x12+2x4m Roof Stage
- @ PaWing:Yes
@ Stage Platform: Yes
BaSIC ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes
@ Canopy/canvas: Yes

Pa ra m ete rs ® Sidewall And Front Cover Printing: Yes

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
@EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adj 1t-Mechanical suspensions shall have adequate factors of safety;

9 @The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective
connectors in mobile use)

Wind Stand Capacity 17,8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

&Sidewall SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi

Transport Packaging Packed in carton or bubble films
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TR-15 Roofing Stage System

@ 14x7x8+2x6m Roof Stage;
@ PaWing: Yes

B 1 @ Stage Platform: Yes
as I c ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes

Parameters o cinn

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
Design Standard @ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
@The suspension of Alu rnir;um truss compllies with the safety-related receiveables of BGY C1(Factor 10:Mounting accessories and their respective

connectors in mobile use
Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi t
Transport Packaging Packed in carton or bubble films
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TR-16 Roofing Stage System

® 10x10x8+2x6m Roof Stage;

®PaWing:Yes
® Stage Platform: Yes

.
BaSIc ® Manual Holst / Electric Holst: Yes
® Crowd Control Barriers: Yes
@ Canopy/canvas: Yes
® Sidewall And Front Cover Printing: Yes

Pa ra m ete rs ® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

@ Water Blast: Yes

Technical Specifications

ions and means of adj it-Mechanical

@EN60598-2-17:1989+A2:1991,Clause 17.6.4(Susp [ shall have adequate factors of safety;
@The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective

Design Standards
connectors in mobile use)

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains
SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy

Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request
Customized Made Customisation available on truss configuration, al ive di ions on requi
Transport Packaging Packed in carton or bubble films
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TR-22 Roofing Stage System

® 12x10x8+2x6m Roof Stage;
® PaWing: Yes

B 1 ® Stage Platform: Yes
as I c ® Manual Holst / Electric Holst: Yes

@ Crowd Control Barriers: Yes

Parameters ot crre

@ Canopy/canvas Color: Black/ White/ Clear Or Customized Made
@ Water Blast: Yes

Technical Specifications

@EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;

@The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1{Factor 10:Mounting accessories and their respective
connectors in mobile use)

17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
COLOR:Silver-grey; other colours or inside black on request

Customisation available on truss configuration, alternative di ions on requi it

Packed in carton or bubble films
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TR-23 Roofing Stage System

® 15x12x10+2x6m Roof Stage;

Basic Ssuserintomyes

® Crowd Control Barriers: Yes

Parameters oo e v

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
@EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adj t-Mechanical suspensions shall have adequate factors of safety;

Design Standaeds @The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective
connectors in mobile use)
Wind Stand Capacity 17,8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &sklewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi t

Transport Packaging Packed in carton or bubble films
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12000mm

TR-20 Roofing Stage System

® 20x15x12+2x3m Roof Stage;
@ PaWing: Yes

B 1 @ Stage Platform: Yes
as Ic ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes

Parameters o cinn

BTN

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes

Technical Specifications

t-Mechanical suspensions shall have adequate factors of safety;

Standards @®ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustn

Design ®The suspension of Aluminum truss compllies with the safety-related receiveabl
connectors in mobile use)

of BGV C1{Factor 10:Mounting accessories and their respective

ions like rains

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather si

S5GS/RoHS:SGS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on reg
Transport Packaging Packed in carton or bubble films
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TR-21 Roofing Stage System

® 15x12x10+2x3m Roof Stage;
®PaWing:Yes

B H ® Stage Platform: Yes
a s I c @ Manual Holst / Electric Holst: Yes
® Crowd Control Barriers: Yes

Parameters s i

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
Standard @EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adj t-Mechanical susg shall have adequate factors of safety;
=0 ®The ion of Alumi truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective

connectors in mobile use)
Wind Stand Capacity 17.8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative dimensions on requirement

Transport Packaging Packed in carton or bubble films
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TR-25 Roofing Stage System

® 18x14x12+2x3m Roof Stage;
@ PaWing: Yes

B 1 @ Stage Platform: Yes
as I c ® Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes

Parameters o cinn

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made
@ Water Blast: Yes

Technical Specifications

Design Standard @ENG0598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
@The suspension of Aluminum truss compllies with the safety-related receiveables of BGY C1(Factor 10:Mounting accessories and their respective
connectors in mobile use)

Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi t
Transport Packaging Packed in carton or bubble films
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TR-26 Roofing Stage System

® 24x18x15+2x6m Roof Stage;
® PaWing: Yes

Basic S e

® Crowd Control Barriers: Yes
® Canopy/canvas: Yes

Pa ra m ete rs ® Sidewall And Front Cover Printing: Yes

@ Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
@EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adj t-Mechanical suspensions shall have adequate factors of safety;

9 @The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective
connectors in mobile use)

Wind Stand Capacity 17,8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi
Transport Packaging Packed in carton or bubble films
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VIP Stage and High Performance Loading Capacity Stage System

® Customized Made Dimension
. ® PaWing: Yes
® Stage Platform: Yes
Bas I c @ Manual Holst / Electric Holst: Yes
@ Crowd Control Barriers: Yes
@ Canopy/canvas: Yes

Pa ra meters ® Sidewall And Front Cover Printing: Yes

@ Canopy/canvas Color: Black/ White/ Clear Or Customized Made
@ Water Blast: Yes

Technical Specifications

Design Standard @EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adjustment-Mechanical suspensions shall have adequate factors of safety;
@®The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective
connectors in mobile use)
Wind Stand Capacity 17,8m/s - 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

SG5/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy &Sidewall COLOR:Silver-grey; other colours or inside black on request

' &

Customized Made Customisation available on truss configuration, alternative di ions on requi it

Transport Packaging Packed in carton or bubble films
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Roofing tent for event and Expo

® 40x20x5m
® PaWing: Yes

Basic S e

@ Crowd Control Barriers: Yes
@ Canopy/canvas: Yes

Pa ra m ete rs ® Sidewall And Front Cover Printing: Yes

® Canopy/canvas Color: Black/ White/ Clear Or Customized Made

® Water Blast: Yes
Technical Specifications
@EN60598-2-17:1989+A2:1991,Clause 17.6.4(Suspensions and means of adj it-Mechanical suspensions shall have adequate factors of safety;

9 ®The suspension of Aluminum truss compllies with the safety-related receiveables of BGV C1(Factor 10:Mounting accessories and their respective
connectors in mobile use)

Wind Stand Capacity 17,8m/s- 64km/h - 40mph (Max. gust wind speed) and depend on the weather situations like rains

&Sidewall SGS/RoHS:5GS certificated material fabrications;B1 fire-retardant canopy
Canopy COLOR:Silver-grey; other colours or inside black on request

Customized Made Customisation available on truss configuration, alternative di ions on requi
Transport Packaging Packed in carton or bubble films
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CampPicture ~ ModelNo,  Weight
Bearing

EVB-3501 75KG
EVB-3502 50KG
EVB-3503 75KG
EVB-5001 100KG
EVB-5001E 100KG

Width

32-35MM

32-35MM

32-35MM

48—51mm

48—51Tmm

Engineering Specs.

EVB-3501

Single Clamp

Tube Size( @ mm): 32-35mm
Width: 30mm

Weight Bearing: 75Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 100 Piece/Carton
Weight: 14Kgs

EVB-3502

Single Clamp

Tube Size( ¢ mm): 32-35mm
Width: 30mm

Weight Bearing: 50Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 70 Piece/Carton
Weight: 14.2Kgs

EVB-3503

Single Clamp

Tube Size(¢@ mm): 32-35mm
Width: 20mm

Weight Bearing: 75Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 75 Piece/Carton
Weight: 16.4Kgs

EVB-5001

Single Clamp

Tube Size(¢p mm): 48-5Tmm
Width: 30mm

Weight Bearing: 100Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 80 Piece/Carton
Weight: 12Kgs

EVB-5001E

Single Clamp

Tube Size(¢@ mm): 48-5Tmm
Width: 30mm

Weight Bearing: 100Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 70 Piece/Carton
Weight: 13.5Kgs
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Clamp Picture Model No.

EVB-5002

EVB-5003

EVB-5004

EVB-5005

EVB-5006

Weight
Bearing

100KG

500KG

200KG

250KG

500KG

Width

48—51mm

48—5Tmm

48—51mm

48—51mm

48—51mm

Engineering Specs.

EVB-5002

Double Clamp

Tube Size(@ mm): 48-5Tmm
Width: 30mm

Weight Bearing: 100Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 45 Piece/Carton
Weight: 10.4Kgs

EVB-5003

Single Clamp

Tube Size( ¢ mm): 48-51mm
Width: 50mm

Weight Bearing: 500Kgs
Material: 6061-Té

Color: Silver/Black

Packing Qty: 35 Piece/Carton
Weight: 19Kg

EVB-5004

Single Clamp

Tube Size( ¢ mm): 48-51Tmm
Width: 30mm

Weight Bearing: 200Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 60 Piece/Carton
Weight: 22Kg

EVB-5005

Single Clamp

Tube Size( ¢ mm): 48-51Tmm
Width: 30mm

Weight Bearing: 250Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 30 Piece/Carton
Weight: 15Kg

EVB-5006

Double Clamp

Tube Size( o mm): 48-5Tmm
Width: 50mm

Weight Bearing: 500Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty:15 Piece/Carton
Weight: 16Kg

360" turnable
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CampPicure ~~ ModelNo.  Weight Widh  Engineering Specs.
Bearing

EVB-5006U

Double Clamp

Tube Size( o mm): 48-5Tmm
Width: 50mm

Weight Bearing: 500Kgs
Material: 6061-T6

Color: Silver/Black

Packing Qty: 15 Piece/Carton
Weight: 16Kg

360° turnable, 90° or360° points
can be fixed.

EVB-5007
Single Clamp with loop
Tube Size( @ mm): 48-51Tmm
Width: 50mm

EVB-5007 500KG 48—51Tmm Weight Bearing: 200Kgs
Material: 6061-T6
Color: Silver/Black
Packing Qty: 30 Piece/Carton
Weight: 18.3Kg

EVB-5006U 500KG 48—51Tmm

EVB-5008
Double Clamp
Tube Size( ¢ mm): 48-5Tmm
Width: 30mm

EVB-5008 250KG 48—51mm Weight Bearing: 250Kgs
Material: 6061-T6
Color: Silver/Black
Packing Qty: 30 Piece/Carton
Weight: 15Kg

: ;m EVB-5009
5! ) '® Single Clamp

‘ ) Tube Size( ¢ mm): 48-51Tmm

Width: 30mm
e ] " EVB-5009 300KG 48—51mm Weight Bearing: 300Kgs
Material: 6061-T6
- Color: Silver/Black
A Packing Qty: 40 Piece/Carton
) Weight: 17Kg

\* EVB-5010
@ ®

Single Clamp with Conical Connector

- Tube Size( ¢ mm): 48-5Tmm
g | Width: 50mm
T EVB-5010 500KG 48—51mm Weight Bearing: 500Kgs

Material: 6061-T6

Color: Silver/Black

Packing Qty: 30 Piece/Carton
Weight: 19Kg
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A Series High Quality Flightcase Accessaries

Plywood 9mm Thickness Plywood 9mm Thickness Plywood 9mm Thickness Plywood 9mm Thickness

5 . . : : 3" PU wheel/Brake or Without Brake 4" PU wheel/Brake or Without Brake
Plywood 9mm Thickness Plywood 10mm Thickness (ROUND tyre, NONE SILENT Type) (ROUND tyre, NONE SILENT Tye)

| 3* PUwheel/Brake or Without Brake 4 PU wheel/Brake or Without Brake 4 PUwheel/Brake or Without Brake 3" PU wheel/Brake or Without Brake
(FLAT tyre SILENT Type) (FLAT tyre,SILENT Type) (FLAT tyre,SILENT Type,European Version) (FLAT tyre SILENT Type)

3" PU wheel With bearing 3" Nylan wheel Without bearing EggBox Foam Ballcorner

Ballcorner Ballcorner = Ballcornal Concave Corner

Flat Brace Corner Flat Brace Corner

A
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A Series High Quality Flightcase Accessaries

=
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Rack Case for Bulk Exportation

4U Rack 6U Rack

8U Rack 10U/12URack

16U Rack DJ Rack with Work Table
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Rack Case for Bulk Exportation

Microphone Set Case 6U Shockproof Case

8u Shockproof Case 9u Shockproof Case

12U Shockproof Case 16U Shockproof Case with Desk
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Customized made Flightcase for AVL Equipment




Customized made Flightcase for AVL Equipment
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Customized made Flightcase for AVL Equipment

168
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Customized made Flightcase for AVL Equipment

380




